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FOREWORD

This is the final report of a program conducted under Contract No.
AF O8(635)-4299, "Laser Technique for Marking and Detection." Program
Manager at Isomet Corporation was Mr. Robert Goldstein. Lt James Clary
of the Air Force Armament Laboratory, Eglin Air Force Base, Florida was
the. Project Manager. This work was performed from May 26, 1964 through
March 31, 1966.

We gratefully acknowledge the assistance of the following Air Force
personnel during the Eglin Air Force Base field measurements program:
Major G. Carter, 1st Lt G. McCollum, 1st Lt J. Clary, 1st Lt R. Strebel,
Col J. Waterman.

This technical report has been marked in accordance with the DoD
Industrial Security Manual by the contractor.

Publication of this report does not constitute Air Force approval of
the reort's findings or conclusions. It is published only for the exchange
and stimulation of ideas.



.-SECRET ABSTRACT

Further experimental studies and field measurements con-
firmed the feasibility of the Isomet laser concept for marking and
detection of individuals. in this concept a phosphor agent is
disseminated from an aircraft on military targets, which are later
interrogated by a laser transmitter. The phosphor return, as well
as the laser pulse, are in the infrared spectrum and hence are
completely covert.

No basic system limitations were uncovered by the tests
or studies. A ground based test set was designed, built and used
in field measurements at Eglin Air Force Base. Background radia-
tion from sunlight, terrain and foliage did not materially degrade
the system performance. System operation was demonstrated in the
field over an unobstructed path as well as through foliage. Phos-
phors with improved characteristics were developed.

It is reco.naended that the development of the Isomet
laser concept be continued in three areas:

1. Design, construction and testing of a flyable pro-
totype based on present state-of-the-art system components.

2. Further development of phosphor agents and dissemi-
nation techniques.

3. Field testing of a marking and detection system in
which a phosphor agent is disseminated from aircraft, and interro-
gation is conducted with a portable ground-based laser transmitter.
Data gained in this last set-up can be directly applied to the
flight program.

In addition to security requirements which must be met, this document is
subject to special export controls and each transmittal to foreign govern-
ments or foreign nationals may be made only with prior approval of-the Air
Force Armament Laboratory (ATOB), Eglin Air Force Base, Florida.

(The 's=eage is blank)
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2. INTRODUCTION

2.1 Isomet Laser - M & D System

This is the final report of the secbnd, in a series of
two contracts, conducted to evaluate the feasibility of the Iso-
met Laser M & D concept. The primary goal is a feasible concept
for covert airborne delivery and subsequent detection of marking
chemicals for identifying and locating enemy personnel.

The laser M & D concept involves the use of an infra-
red emitting phosphor as the marking agent and an infrared laser
transceiver as the detection system. The detection of phosphor
marked personnel is achieved by simultaneously illuminating an
area with a laser beam and photometrically sensing the character-
istic phosphor emission from this area. Since both spectral re-
gions are not visible, the interrogation is covert.

The laser output wavelength was chosen on the bakia of
availability of laser materials and the requirement for covert
operation. The moqt promising materials were CaWO4 (Nd3 +) and Nd
doped glass, which emit in the infrared at 1.06 microns. Phom-
phors were selected and developed to have stimulated emission at
somewhat longer wavelengths; in the region of 1.8 do 2.1 microns
where atmospheric transmission windows exist. The photcmeter
was designed to detect phosphor wavelengths and reject laser wave-
lengths.

2.2 Proqram

This program, performed at Isomet Corporation under
Contract No. AFO8(635)-4299, was a continuation of work done
under Contract No'. AF08(635)-3784. During the initial program,
techniques, components, and system variables for covert marking
and detection were studied and established. The system feasi-
bility was shown both analytically and through laboratory experi-
ments.

The purpose of the second program, carried out under
Contract KF08(635)-4299, was to investigate environmental effecta
on system performance, conduct further studies on suitable phos-
phors and to experimentally verify the feasibility of the system
by ground field tests•.using a test set.

Specifically, the following areas were investigated:

1- ul n n
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a. Experimental verification of the derived range

equation.

b. The effects on system performance of various
backgrounds.

c. The characterization, improvement and development

of phosphors.

d. The effect of target geometry on system response.

e. The effect of target obscuration by various
amounts of vegetative cover.

f. The effect of operating along a slant range from
a tower to simulate an airborne environment.

The results of both laboratory and field testing show
that the system provides a practical means for covert detection
of marked personnel, equipment, and areas. The experimental
and test progrmms did not uncover any basic system limitations,
and we continue to believe that the laser technique for marking
and detection cffers great promise.

2
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3, EXPERIMENTAL PROGRAM

The experimental program was divided into five major
parts:

1. Phosphor research
2. Laser optimization and adaptation
3. Detector Evaluation
4. Development of test set
5. Field Measurements

3.1 Phosphor Research

The objective of the phosphor research program was the
development of an infrared excited, infrared emi ting material
which would have the following additional charact ristics:

A. Low toxicity
B. Innocuous appearance
C. Wavelength difference between excitation and

emission spectra sufficient to afford complete
separation at the detector

D. High radiant efficiency

To meet these requirements many phosphors were prepared
and evaluated. In addition, a search of the literature was con-
tinued in an effort to find new phosphor systems. Although or-
ganic phosphors might be desirable from the viewpoint of dissem-
ination and innocuous appearance, no likely formulations were
discovered in the technical publications which were searched.
After extensive screening, a group of promising materials were
selected for further testing and development. The concentration
of doping agents and the heat treatment of each phosphor were
varied to optimize the desirable characteristics. The measure-
ments and procedures utilized in evaluating the various phosphor
corn;sitions are described below.

3,1.1 Emission Spectra and Relative Efficiency

All phosphors made during the previous contract as well
as all new formulations were evaluated for relative efficiency
and fluorescent spectral characteristics with 1.Ob micron excita-
tion.

Relative efficiency was measured using a Beckman DK2A

3
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spectrometer with a fluorescent attachment. The excitation wource
was a tungsten filament lamp filtered by means of a 5 cm long water
filter and 1.06 micron spike transmission filter. The transmission
curve for the filter is shown in Figure 1. The transmission peaks
at 1.06 microns with a half-width of 0.3 millimicrons, where half-
width is defined as the wavelength difference between two 50/
transmission points.

The system was aligned by placing a white card in the
fluorescent attachment, and adjustments made until the reflected
signal at 1.06 microns was maximized. The white card was then
replaced by phosphor cards and the spectrum was scanned from
1.2 - 3.5 microns for phosphor emission. The phosphor cards were
made by sprinkling phosphor powder on cards covered with double
coated pressure sensitive tape. Both the white card and the
phosphor cards were approximately 1/2" x 1"' which is the size of
the opening in the Eeckman DK2A fluorescent attachment holder.
This teChnique leads to some differences in phosphor density on
the cards :because of differences in the particle size of the
phosphors.

In crder to eliminate the effects of differences in
alignment or variations in lamp output in the Beckman light
source, each time the relative efficiencies of new phosphors
were measured, one of the "old" phosphor cards from previous
measurements was also recorded. In the first half of the program,
the phosphor card used to normalize the new data was V-5A. Later,
V-21 was used since there was more of this composition available.
Periodically, both V-5A and V-21 were measured, in addition to
the new phosphors, to be sure that the ratio of the relative
efficiencies stayed the same.

To insure that there was no deterioration of the "stan-
dard" phosphor cards due to aging or a decrease in phosphor cov-
erage of the card due to handling, new phosphor cards were
periodically made up using the original V-'21 phosphor powder.

rluctuations of about + I0N were noticed in the ratio
of relative efficiency of V-21 and V-5A for a series of diffez-
ent runs made over a period of months. This was attributed to
differences in the pisitioning of the phosphor cards in the
holder and illuminating different areas of the cards where the
phosphor densities were slightly different. Thi6 was more than
adequate reproducibility for a test designed to semi-quantita-
tively evaluate new pnosphor preparations.

4
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Tables 1 and 2 present the results of these phosphor

measurements. The values of the phosphor efficiency cited in
these Tables are taken relative to the radiant efficiency of
standard phosphot V-21, which was determined to be 1.82%. For
example, if a phosphor was measured to. have only half the peak
signal of V-21, its efficiency was tabulated at 0.91%.

3.1.2 Decay Time Measurements

The decay times of the phosphors were measured using
a CaWO4 (Nd3+) laser pumped to approximately 25 joules. This low
input was used in order to provide a pump pulse with a decay time
much shorter than the expected phosphor decay time. The phosphor
return was detected by use of a photometer'with a negligible time
constant compared to the phosphor time constants. This was
checked by monitoring the laser pulse with a photometer and com-
paring a reflected signal from a white card with the signal from
a phosphor card. Decay time was measured for signals which
occurred after the laser was known to be off.

Later measurements were made with a gold doped germanium
detector of the type used in the field test system, filtered to
reject the laser light and pass any signal beyond 1.3 microns.
These measurements are reproducible to + 20 microseconds. The
variation is due to two factors. The first results simply .from
the inability to measure the oscilloscope photographs to better
than 10PA. The second factor ia due to the characteristics of
the phosphors themselves. The decay of zinc or cadmium sulfide
phosphors is not the simple exponential decay which would indi-
cate a "monomolecular" process, but is composed of two components.
One is a simple exponential decay.' Superimposed on this is a
hyperbolic decay or "bimolecular process" where the decay is de-
pendent on th.a number of available recombination centers kl).
This portion of the decay curve is dependent on thc: excitation
intensity; thus, although the decay is approximately exponential,
the actual value of the decay time depends on the position on
the decay curve at which the measurement is made, and cin vary
up to about 20 microseconds. Although this effect was apparent
over the range of intensity used both in the laboratory and in
the final test set, there was no detectable difference in decay
time for the final large batch phosphor.

3.1.3 ZnS(Cu.V) Phosphors

Of all the phosphors prepared, those of the ZnS or

(1) D. Curie, Luminescence in CrIstals (John Wiley anid Sons, Inc.
New York, 1963), p. 148.

6CON FIDENTIAL
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TABLE 1

Phosphors which Did Not Exhibit Fluorescence Between
l.'3 and 3 Microns'with 1.06 Micron Excitation

Sample No. Composition

Casio -CdSe(Cu,In)
20 Cd(Se,,S) (CU.,Mn)

CdSe-CdS (Cu,In)
HgS -ZnS

A.1-2 ZnS (Cu,A1)
CdS (Cu,,In)

Casio 3 (Cu-'I n)
CaSiO 3 (Sn,,In) (NbC1)

C Casio 3 U,Sn,In)
C ZnS(CUA1)

A-2 ZnS (cu,A1)
A 1-3 Z nS (CuJA 1)
Al-6a ZnS (CuAl)
A 1-6b ZnS (Cu,,A1)
A1-7 CdS'(CUAl)

HgS
CdS (Cu)

-- CdSe (CuIn)
CdSe-H 2Se,

5 CdS (Cu,,T1) (NaCi)
7c CdS(Cu,Pb) (NaC1)
Sb CdS(Cu,,Ni) (NaCi)
8c CdS(Cu,,Th) (NaCi)

1 la ZnS(CuCo) (NaCi)
15 A1 2 0 3 (Dy)
1 5a Al 0 (CuDy),
16 Cdi (8u,In)
18a CdSeCdS(In,,CuDy) (NaCi)
Type 145 ZnS (Cu)

zS (CJ P1)

7b CdS (Cu,,T1) (NaCi)
8 CdS (Cu, Sn) (NaC )
8a CdS(CuCo) (MaCi)
9 PbS (Ag,Th) (MaCi)

9a PbS (Cu,Tb) (NaCi)

7
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TABLE 1

(Continued)

Sample No, -COynos it ion

10 CdS (Ag) (NaCi)
10a CdS (Ag,Th) (NaCl)
lib CdS -ZnS (Cu,9Th) (NaCi1)
12 Cu 2 S (Th) (NaCi)
12a Cu S (Ag) (NaCi)
1 2b Cu 2S (Co) (NaCi)
14 Cdie (Cu) (NaCi)
14a CdSe (Cu,Dy) (NaCi)
14b CdSe (Mn) (NaCi)
14c CdSe (Ag) (NaCi)
17 CdS e (CuI In) (NaCi1)
17aý CdSe (Mn) (NaCi)
17b CdSe (Mn,Dy) (NaCi)
17c CdSe (Mn,In) (NaCi)
18 CdSe-CdS (In.,Cu) (NaCi)
18b CdSe (InCu) (NaCi)
1~b CdSe (Cu ,Cl,IEn ,Dy)
HC-]A 70CdS-3OHgS (Cu)
HC-2 ZnS (Cu)
RC-3 7OCdS-30 purified

HC-5HgS 
(Cu)

HC-4 CdS(Au,,A1)
HC.-47OCdS-3OHgS (Au Al)

HC-6 HgS (Cu 2 x 10~

CONFIDENTIAL
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CdS type doped with vanadium and a second coactivator showed the
most promise for a high efficiency phosphor. The data and com-
position of these phosphors are shown in Table 2. As the data
indicate, the most important variables are the heat treating
temperature and the concentration a.nd type of coactivator.

3,1,4 Effect of Heat Treatment

For the ZnS(Cu,V) phosphors, V-i to V-19a, treatment
0below 1,000 C has no significant effect on the decay time of the

phosphor, but there is some increase in efficiency with increas-
ing temperature or with time at constant temperature. This is
probably due to an increase in the uniformity of coactivator
distribution in the zinc sulfide.

Heat treatment above 1,000 C produces two significant
changes; the decay time is shortened from about 160 microseconds
to 100 microseconds and the peak of the emission spectra shifts
further into the infrared from 1.8 to 2.0 microns. This is due
to a change in crystal structure from cubic to hexagonal, which
zinc sulfide undergoes at about 10600 C. This hexagonal phase is
also stable at room temperature. It would be expected that such
a lattice would provide some different recombination sites for
the coactivators, which would produce the difference in decay
time and emission peak. Although this effect was quite pro-
nounced in the (CuV) samples, it did not show up where the Cu
was replaced by Au or Ag.

3,1,5 Effect of Coactivators

In the zinc sulfide (Cu,V) phosphors there is a very
sensitive dependence of output efficiency on the concentý-ation
of Cu and V. Thi" is plotted in Figure 2. Replacing Cu by Au
or Ag produced two quite different effects. First, greater out-
put efficiency is obtained with high concentrations of Au or Ag:
and second, the efficiency is higher when the phosphors are heat
treated above the transition temperature. There is no significant
effect on the peak emission wavelength. The most efficient of all
the phosphors prepared during this program is R-8 which in addi-
tion to Cu and V also contained erbium. The increase in effici-
ency is probably due to an increase in lattice absorption at 1
micron due to Er. There is also a slight increase in decay
time. Unfortunately, this phosphor was formulated in a small
batch at the end of the contract period, after the large batch
phosphors and paints had been made, precluding its use in the
field tests.

12
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3.1.6 Other Phosphor Formulations

Exclusive of the ZnS(Cu,V) phosphors, the other formula-
tions which fluoresced under laser excitation were V-3 and V-14
and CdSe (Cu,In). The data for V-3 and V-4 are given in Table 2.
It was not possible to measure the emission of the CdSe(Cu,In)
phosphor with a 1.06 micron filter in the Beckman, since the
emission is close to 1 micron. However, it was measured with a
red filter and found to peak at 1.2 microns. When the phosphor
was irradiated with a laser, there was a detectable phosphor re-
turn. Since the signal level was considerably lower than the
vanadium series phosphors and the material is quite toxic, no
further work was done on this series of phosphors with the excep-
tion of some investigation done under red excitation.

Many of the phosphors which were prepared are listed
in the literature as being infrared emissive. Since they are not
excited by 1.06 micron radiation, many of the old phosphors and
all of the HC series were checked in the Beckman as described
above, using a He-Ne laser which emits at 6328A. The emission
peaks are given in Table 3.

3.1.7 New Phosphor Systems

Other systems which were investigated, but which did
not fluoresce under 1.06 micron excitation, were the HC series
containing CdS and CdS-HgS with different activators. CdS phos-
phors normally fluoresce in the red. With the addition of HgS,
their emission shifts into the infrared. For example, CdS acti-
vated with Cu emits at 0.72 microns(2). The addition of 30%
HgS to CdS-Cu shifts the emission to 1.3 microns. Further addi-
tions to 75% shifts the emission to 1.75 microns.

Several phosphors containing 70% Cd4, 30% HgS (C8) were
prepared and tested as described above. They did not fluoresce
with red or infrared excitation. Another set of phosphors con-
taining CdS-HgS were activated with gold and aluminum in an attempt
to shift the excitation and emission spectra further into the in-
frared. These compositions did not fluoresce with either 1.06
micron or 6328A excitation. In addition, the toxicity of this
combination made it impractical for further investigation.

3.1.8 Phosphor Efficiency and Linearity

In order to determine the efficiency of the phosphor

(2) G.F.J. Garlick, M.J. Dumpleton; Phosphors Emittiinq r nfrared
Radiation, Proc. Phys. Soc., B., (London), 67,442-3 (1954).

14
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TABLE 3

Red Excited Phosphors

NO. -composition Peak Emfission (Microrns)

-- CdSe-CdS (Cu,In) 1.05
16 CdS (Cu,,In) 1.05
- CdS-80 1.0
A1-7 CdS (CuPA.) 0.95
PC-l00 ois (cu) 1.0
sc CdS (Cu,,Th) Nani 1.05
7c CdS (CuPb) 1.0
8 CdS (Cu,,Sn) NaCi 1.1
.7a Cd (cu,,T1 0.1) NaCi 1.0
7b CdS (Cu,,T1 1.0) NaCl 0.95
lib CdS ZnS (CuTh) NaCi 1.05
17c CdSe (Mn,In) 1.15
17a CdSe (Mn) 1.15
14b CdSe (Mn) NaCi 1.15

-CdSe (CuIn) 1.2
-- CLIS (CU,lin) 1.1

HC-5 CdS (Au,A1) 1.05

cc~~TA
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both as a function of rate of excitation and pump intensity, the
efficiency was measured with a CW lamp source with appropriate
filters, as well as with a laser beam.

3.1,8.1 CW Efficiency

One method for determining the efficiency of ý phosphor
was the use of a tungsten iodide, high intensity light source fil-
tered with a 1,06 micron spike transmission filter as well as a
water filter (to remove the light from 1.06 to 2 microns). The
experimental procedure was as follows: 1) the phosphor card,
Batch 2 control card with V-21 phosphor, was placed on a V block
450 to the incident beam; 2) a Ge photometer with a series of
1.06 micron reject, 1.5 micron pass filters, was also aligned
450 to the phosphor card. The phosphor signal from the phosphor
card was displayed on a Tektronix scope and the amplitude of the
signal was recorded; 3) the phosphor card was replaced by a
white card of the same dimensions with the filters removed and
the signal amplitude was measured. The efficiency Ke, was then
caiculaited Using the following formula:

V R1

K E= Vphos x 1.06 xlI0 (1)
e Vwhite card x R1.75 x Tf

where V = voltage recorded

R 1.06= relative response of Ge at 1.06 microns - 0.71

R .75= relative response of Ge at center pass bandof the filters = 0.6

Tf = transmission of filter set at 1.7 microns =
72.5%

The efficiencies obtained for V-21 (batch 2 control
card) were 0.54% and 0.43%. Since the detectur responsivity
falls off rapidly at longer wavelengths (beyond 1.75 microns)
where the phosphor is also emitting, it was nc essary to measure
the relative response of the photometer over the full band of
phosphor emissior wavelengths.

This was done by using the Beckman DK-2A as a mono-
chromator. The variation in intensity of the Beckman light
source over the wavelengths of interest was checked by first
operating the Beckman in the normal mode for measuring trans-
mission. In this mode, the Beckman is designed to monitor the
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signal on the Beckman PbS detector and automatically adjust the
width of the monochromator slit so that the signal out of the
detector is constant. When the'Beckman was scanned over this
range of wavelengths, tCe slit width remained constant. Since
the relative response of PbS is flat over this spectral region,
and the slit width remained constant, the lamp intensity is also
constant.

The Beckman was then adjusted to operate as a mono-
chromator and the slit set at an opening of 2 mm. The beam from
'the monochromator was then diverted into the Ge photoxr2er by
means of a right angle prism. The output of the photometer was
applied to an RMS reading voltmeter. The range of phosphor wave-
lengths was scanned on the Beckman and the peak voltage, as well
as the 1/2 and 1/4 power points were recorded. These values were
then superimposed on the emission curve of the large batch phos-
phor and a weighted curve was drawn as shown in Figure 3. The
emission curve (curve 1) was traced from a pliosphor output curve
recorded on the Beckman using its own PbS detector, as described
in Section 3.1.1. The values of relative output do not represent
relative signals from PbS and Ge photometers with the same fil-
tering. The weighted curve (curve 2' indicates what fraction of
thephosphor output the Ge photometer filter combination would de-
tect. The resultant areas of phosphor output and the corrected
curve indicating the effect of the detector-filter responsivity',
were measured using a planhimeter. The ratio of the areas was 4:1.
This means that. although the average value of the efficiency of
the phosphor was 1.9%, the final system efficienv-y is only 1/4
of that value.

3.1.8,2 Phosphor Efficiency with Laser Excitation

Both the laser and the phosphor photometer used in
these measurements were calibrated using a black body source
at 1,0000 C. The phosphor photometer was calibrated with the
filters in place.

A. Phosphor Photometer Calibration

The responsivity of the phosphor photometer, R was
calculated from, the following conditions:

Black Body Temperature 1,000°C
Range, r 900 cm
Aperture Area of Black Body, Aa 5.06 x 10 cm
Signal Voltage, V 4.4 x 10-1 volts
Filter 50% transmission points 1.5 and 1.7 microns
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From the black body temperature used, the source inten-

sity in the spectralbandwidth of the filter set is found by use
of the Radiation Slide Rule. The source intensity, N, as found
to be:

2
N = 0.705 watts/cm
0

The responsivity of the photometer is calculated using
the following equation:

2 Tr r V (2)

ff A.
o a

2 2
= 3,14 x (9 x 10) x 4,4 x 10-1

7.05 x 10-1 x 5.06 x 10-1
7 2

= 3.17 x 10 volt-cm /watt

B. Laser Phbtometer Calibration

The laser photometer was calibrated, without filters,
using a black body source. The experimental conditions are as
follows:

Black Body Temperature * 1,000 C
Range, r 241 cm
Aperture Area of Black Boyd, A 2.02 x 10-1 cm2

Signal Voltage, V a 5 x 10-3 volts
Sensitive Spectral Range of

the Photometer 0.7 to 1.18 microns

From the black body temperature used, the source in-
tensity in the sensitive spectral region of the silicon detec-
tor photometer is found by use of a Radiation slide rule. This
source intensity, No, was found by multiplying the fraction of
power from the 10000C black body in a 0.2 micron increment by
the relative response of the detector in that same 0'.2 micron
increment. The sum of the products of these increments is thus
the total source intensity normalized over the detector response.
The source intensity was found to be:

N - 9.1 x 102 watte/cm2
0

The responsivity of the laser photometer, RL, is cal-
culated using the following equation:

T-r2 V (3
o a
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where 0 is the relative response of the photometer at 1.06 microns

3.14 x (2.41 x 102)2 x 5 x 10 x 5 x 10

9.1 x 10- x 2.02 x 10-1

4 2
2.5 x 104 v-cm /watt

3.1.9 Phosphor Efficiency Measurement

The phosphor efficiency was measured in thp laboratory
by aligning the phosphor and laser photometers so that their
narrow angular fields coincided on the phosphor target at the
point where the laser beam impinged. Initially the location of
the laser beam on the target area was determined. 7' small light
source was then placed at the beam location and both photometers
were aligned until the output signals were maximized. The phos-
phor card was then put in the same position as the light source
and the laser was fired. The output of the phosphor photometer
was displayed on a scope and photographed. This measurement was
made several times to assure reproducibility. The phosphor card
was then replaced by a white card and a similar series of measure-
ments were made for the laser photometer.

For the laser measurements, some additional filtering
was necessary. The transmission of the filters was measured in
the Beckman Scaaning Spectrometer (Model DK-2A).

For this experiment, in order to insure that both pho-
tometers saw the entire output, the laser was physically masked
down to approximately a 1/2" diameter point at the position of
the phosphor card. The calculation of the energy efficiency is
as follows:

S2T rVL T (4)
T R
f L

where E = energy out of laser 4 2
L= responsivity of laser photometer = 2.5 x 10 V/w/cm

r = range of both photometers to taryet = 241 cm
T f filter transmission = 4.44 x 10-
VL = peak signal voltage out of laser photometer -0.4 volts

TL = 1/2 width of laser pulse = 2.5 x 10- sec. average

20
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Substituting into equation 4 yields E

L

E - (2) (3.14) (241)2 (0.4) (2.5) (10) "5

(4.44) (10) (2.5) (10)

-4
EL 3.3 x 10 joulea

We now calculate the energy from the phosphor, E using the re-
lationship: P

2
E 2 I_ V T (5)

where V = peak voltage out oi phosphor pbctometer = 0.36 volts

average
T = 1/2 width of phosphor pulse = 330 microseconds

-P responsivity of phosphor photometer = 3.17 x 0 V/w/cm2

r = 241 cm

Substituting these values into equation (5) yields the measured
value, E

E = (2) (3.14' (241)2 (0.36) (0.33) (10)3
P (3.17)(10) 7

E = 1.37 x 10-6 joules
p

The energy efficiency of the phosphor Ke, is then

K =E x 100 or (6)
E

L

1.37 x 10-6
Ke 3.3 x 10-4 00 = 0.4%

This is a typica1l value of the energy efficiency for the phos-
phors measured in this program.

3.1.10 Phosphor Linearity

In order to determine the presence of saturation effects,
if any, the phosphor emission was monitored as a function of laser
input energy. Since the laser output is linear with flash lamp
input, as shown in Figure 4, only relati';e values of the phosphor
emission were measured. The measurements were made with input
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energies up to 70 joules. The pulse duration was approximately
40 microseconds. The plot of phosphor ortput as a function of
flash lamp input is shown in Figure 5.

When the laser power density of the test set was mea-
sured, subsequent experiments were run to be sure there were no
saturation effects at this power level. The experimental pro-
cedure was as follows. A laser was aligned with external mirrors,
with a 4% transmitting mirror as the output reflector. The
laser pulse duration was approximately 60 microseconds. The
laser output was monitored using a calibrated laser photometer
and the flash lame energy was increased until the laser output
was 2.46 watts/cm

A phosphor card, ZP-7B-2, was positioned in the path of
the beam and the phosphor output was monitored with a phosphor
photometer with 1.06 micron reject filters to eliminate the laser
output. Filters with different transmissions were placed between
the phosphor card and the laser to vary the incident power densi-
ty on the phosphor card. The results are plotted in Figure 6.
As this figure shows, there is no saturation of the phosphor
with increasing laser energy or power density.

3.1.11 Phosphor Radiant Efficiency as a Function of Pump Time

The phosphor radiant efficiency can be defined in two
ways. The first defines the radiant efficiency as the ritio of
power out to power in for the phosphor in question. Power out
is defined as the power - 4tted from the phosphor surface in tbe
spectral emission bar ar in is defined as the pumping power
impinging on the p1- ýurface at the wavelengths of phosphor
absorption.

The second definition of radiant efficiency is the ratio
of emitted energy to input energy. The emitted and input spectra

,are the same for either definition of efficiency.

Both the power and ene.,y ratios were measured as a
function of pump time with the total pulse energy held constant.
The power ratio was predicted to vary with input time by the
following relationship.

Assuming a phosphor which is linear with constant in-
put pulse width as shown in Section 3.1.10, the power emitted at
any time P (t) can be determine(.. by,

0
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CONFiDENTIAL
P Wt ' e-( /T
o e (7)

0T

where Ie - the ratio of energy out to energy in.

P1!(() = the variation of pump power with time, the shape of
the laser pulse.

T = the phosphor decay time.

Assuming a rectangular pumping pulse, a good approxima-
tion cab be obtained for the variation in output power With pulse
width.

The equation for a rectangular input pulse is

P 1 (eQ) = 0 for t <0
= 2 for 0 4t.:At

= 0 for &t < t (8)

where &t = pulse width

By substituting equation (8) into equation (7) the output power
is given by:

() PK e-t/T t + OQ/T •,for 0 : t !*Ait
Po(t) -t._ r + (/ ' t (9).

T

and

-t/T &t + ot
Po(t) - e e /I4 for &t lira (10)

T Jo

The maximum value of P (t), the peak output power, is
found by eqlating t to& t so that th, power efieiency, K
becomes: P

0 (at) K (1e(1
p P1  •

This equation has been compared to the data taken by
plotting P (peak) on the dat" plot. As expected, equation (ii)
shows that for pulses much lonqer than a time constant, the
power and energy radiation efficiencies are equal, (Kp ).
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The ratins of the output to input energy and peak out-

put to input power measured as function of laser pulse width are
plotted in Figure 7. The energy ratio varied slightly with input
pulse width. The experimental accuracy accounts for the major
variation in the energy ratio. Such a variation would have a
minimal effect on the system performance. The power ratio viria-
tion with pulse width was found to follow approximately the same
curve as predicted in equation (11). The net result of this
measurement is the verification of the constancy of Ke with varia-
tion in the pulse width and the reduction in K for laser pulses
narrower than two phosphor time constants.: P

3.1.12 Phosphor Absorption and Excitation Spectra

Initial attempts to measure the absorption spectra of
the phosphors were made by using the Beckman DK-2A with the
fluorescent attachment and comparing the reflectivity of a white
card with that of the phosphor card with a tungsten lamp used as
the source. The output of the tungsten lamp showed considerable
variation with wavelength and although strong absorption in the
visible was noted, no significant structure could be observed in
the region of interest at about 1 micron.

The Beckman was eventually modified so that it cauld be
used as a monochromator, where the intensity of illumination over
the wavelengths of interest was reasonably constant and equal,
and the fluorescent emission as a function of wavelenght could
be measured and recorded. The Ge photometer was used, with fil-
ters to pass the fluorescent wavelengths and reject the exciting
light. This technique gave an accurate measure of the useful

excitation spectra of the phosphor used for the field tests.
The curve for the phosphor is shown in Figure 8.

3.1.13 Phosphor Return Signal Evaluation

A Irohn-Hite Model 310-AB variable bandpass filter was
used to analyze the relative amplitudes of the frequencies present
in a simulated phosphor return signal. The typical phosphor re-
turn consists of a 50 microsecond rise time ramp followed by an
approximately exponential decay of 170 microsecond to the l/e point
as shown in Figure 9.

Tne shaped pulse of known amplitude was applied to the
variable bandwidth filter and the amplitude of the damped sine
wave output (peak-to-peak) recorded for various center frequency
settings of the filter. The peak-to-peak voltage wan th' n
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FIGURE 9. Typifcal Phosphor Return Signal, V-21 Phosphor,'

Scale: (O.2V/cm
loousec/cm)
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divided by the bandwidth for a given center frequency to normalize
the curve to a one cycle bandwidth for ease of interpretation.
Figure 10 shows the volts peak-to-peak per one cycle bandwidth
as a function of the center frequency. The curve thus represents
the frequency content of a typical phosphor return signal and
indicates the range of frequencies which will produce maximum sig-
nal if a narrow band amplifier (1 cps bandwidth) is used. For
instance, at 100 cps, which is the curve center frequency, the
output signal would be about the maximum possible. On the other
hand, if the amplifier was centered at 2 KC, the output signal would
be, about 42.7% of the maximum. If noise were not a factor in
this system, the choice of a 100 cps center frequency would be
obvious. Unfortuntely, the greatest noise amplitudes occur at
low frequencies because of the lif effect, i.e., the lower the
frequency, the higher the noise. For this reason, a tradeoff
in signal amplitude had to be made against noise. The optimum
center frequency therefore was found to be located between 1.5
KC and 3 KC. The preamplifier was accordingly adjusted to have
a center frequency within the 1.5 KC to 3 KC band.

3.1.14 Preparation of Large Batch ZnS-AqV Phosphors

Prior to the preparation of large batch phosphors,
some small samples were made with varying amounts of A and V.
The concentration of Ag was varied from 0.5 to 6 x 10" molar.
Vanadium was varied"from 0.5 to 3 x 10-4 molar. The data for
these phosphors as well as the final large batch phosphor are
shown in Table 4. As indicated previously, the concentration
of V and Ag do not produce radical changes in efficiency as is
the case for the ZnS(Cu,V) phosphors. The decay time is not
significantly dependent on composition.

For large batch phosphors of ZP-1B and ZP-6B series
the efficiency was found to be lower than the small batch sam-
ples of the same composition. This was discovered to be due to
heat treatment at 1000 0 C instead of 950 0 C. When the temperature
was corrected, the efficiency of the large and small batches
were equivalent.

The large batch phosphor used for most of the targets
(all excpet target #i) was ZD-7B-2. The details of the large

batch preparation are given in Section 3.1.15.

3.1.15 Preparation of ZP-7B-2 Phosphor

The preparation procedures for the large batches of
ZP-7B-2 used in field testing are described here in detail.
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Materials: Phorpho- grade zinc sulfide was obtained

from Radio Corporation of America, RCA Electron Tube Division,
Lancaster, Pennsylvania. Reagent grade ammonium metavanadate and
silver nitrate were used to make 0.01 molar aqueous solutions in
distilled water for activating.

Apparatus: The firings of the phosphors were carried
out in a horizontal tube furnace consisting of a resistance cer-
amic core 3 feet in length and 2-3/8 inches in internal diameter
which was insulated with glass wool and fire brick. A vitreosil
tube 4 feet in length and of 1-3/4 inch I.D. passing through the
furnace provided a chamber within which a hydrogen sulfide atmos-
phere was maintained. The sample boat, made of clear vitreosil
tubing 18 inches long and of 35 mm O.D., rested on the bottom
inner surface of the larger vitreosil tube.

A PT-PtRh thermocouple and a West "Guardsman" controller
were used to achieve the desired temperature. The correct con-
troller setting to achieve the chosen temperature at the position
of the sample boat was determined in preliminary tests.

Procedure: For each batch, 389.6 grams (4 moles) of
dry powdered ZnS were weighed out and placed in a large procelain
mortar. Appropriate volumes of 1.01 M ammonium metavandate and
silver nitrate solut•ions were added, the mixture mixed well and
evaporated to dryness overnight in a 1100 drying oven. The cake
was broken up and ground well in a mortar. Enough water was
added to thoroughly moisten the material and thereby promote
uniform distribution of the activating agents under further
grinding. The drying, grinding, moistening, grinding sequence
was repeated twice more, then the preparation was finally dried
and ground and loaded into the sample boat for high temperature
firing.

The firing cycle consisted of placing the sample boat
into the furnace at room temperature, starting the flow of dry
H 2S heating to 950 0 C, holding for 2 hours and cooling to room
temperature with H S still flowing (a rate of a few bubbles per
minute after an initial flushing was used). The phospho. sin-
tered to a hard cake during firing. it was broken up and ground
with the mortar and pestle and the firing cycle repeated. Final
size reduction was achieved by ball-milling and screening.

3,1,16 Phosphor Paint Preparation

Several formulations of phosphor bearing paints were
prepared and evaluated for use in the measurements program.
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Placing the phosphor in a binder is desirable for obtaining a test

.target with stable characteristics. That is, the phosphor stays
in place and is not affected by handling during experiments. It
is emphasized that a paint vehicle is not necessary in an opera-
tional system. The following characteristics of a phosphor paint
are desirable: transparency in appropriate spectral regions,
easily prepared, applicable by spraying, and economical in phos-
phor content yet giving good phosphor cover.

Clear lacquer, thinned with acetone, and methylmetha-
crylate polymer, thinned with acetone, were both evaluated.
These materials were found to have the necessary transmission
bands for phosphor excitation and emission when applied in thin
layers. Unfortunately, neither material could be used as a phos-
phor vehicle because of improper wetting and drying characteris-
tics of the lacquer and uneven coverage of the polymer.

Attention was then turned to formulating linseed oil
based paints. The constituents used were boiled linseed oil,
turpentine, Japan dryer, and phosphor. Several test batches
without phosphor were mixed to evaluate transmission and drying
characteristics. The best mixture ratio for the binder alone
was found to be 10 parts of linseed oil to 7 parts turpentine
to 3 parts dryer by weight.

A 40 gram batch of phosphor paint was made with a one
to one phosphor to binder ratio. The mixture was rotated in a
cooled ball mill for approximately sixteen hours. The finished
paint was found to settle overnight, but stirring soon restored
it to the desired uniform consistency.

The paint sprayed easily and gave a dense, uniform
matte finish. Although the solvent (turpentine) evaporates out
in a matter of minutes, the linseed oil, as in most oil base
paints, takes a few days to completely polymerize. This, how-
ever, is not considered to be a drawback since, even in this
unpolymerized state, the paint samples could be handled and
tested with no difficulty. Comparative measurements were made
of a painted sample and of a phosphor powder layer on double
coated scotch tape, using the Becknman DK-2* as discussed in
Section 3 of this report. No difference was observed between
the paint and the pure phosphor.

A similar formulation was used to provide 500 grams
of phosphor paint for field test targets. This batch differed
from the previous formulation (designated Batch 2) only in that
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it contained zP-7B-2 instead of V-21 as a phosphor. It was noted
that the ball-milling time required by the batch contalning
ZP-7B-2 was several days longer than that required by the V-21
bearing Batch 2. This was attributed to a larger particle size
of the ZP-7B-2 powder, compared to V-2], prior to ball milling.

3.1.17 Preparation of Test Targets

Several targets were prepared for field testing as
outlined in Table 5. Items of various shapes and textures were
sprayed with the phosphor bearing paints by means of an airbrush
using dry nitrogen as a propellant. Undercoatings were also
applied to certain targets Co change the surface reflectivity
for both exciting and emitted radiation. Target No. 7 had to be
undercoated because the phosphor paint binder attacked the plas-
tic of the air inflated sphere.

In the case of Target No. 10, fabricated in the shape
of a tetrahedron, each side received phosphor paint layers of
a different thickness. This was accomplished by allowing a
coating to dry and then respraying. In this manner, side I re-
ceived one layer, side 2 two layers, and side 3 three layers.
In each application the same amount of paint was evenly distri-
buted over equal areas.

3.2 Lasers

To optimize the range and power capabilities of the
tesit: set as well as the compactness and portability of the
equipment, it was necessary to measure laser power as a function
of type of laser, dimensicns of the laser, output mirror trans-
mission, laser beam divergence, flash lamp energy and pulse
shape. The latter two measurements are described in Sections
3.1.10 and 3.1.11.

3.2.1 Comparison of Ruby, CaWO4 (Nd3) and Nd Doped Glass

The initial design goals for the portable test set
called for an input energy of approximately 100 joules. Nc data
were available in the literature on the performance of CaWO4 at
these energy levels. T6 obtain this information, comparative
output measurements were made of Nd doped CaWCO and Nd doped
glass relative to ruby laser rods.

The laser output was monitored using a photometer with
a silicon photodiode detector, filteree with a 0.69 micron spike
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TABLE 5

Target Description

Tarqet No., Item Phosphor Undercoating Substrate Surface

Batch 2 V-21 None Smooth tempered
Control masonite
Card

2 ZP7B-2 ZP7B-2 None Smooth tempered
Control masonite
Card

23 100 cm ZP7B-2 None Electropolished
card aluminum (Aizak)

2
4 100 cm ZP7B-2 None Rough tempered

card masonite

5 100 cm ZP7B-2 White Smooth tempered
card Krylon masonite

2
6 100 cm ZP7B-2 Clear Smooth tempered

card Krylon masonite

7 Sphere ZP7B-2 WhIte Air inflated
Krylon plastic

8 F ie ld ZP7B-2 None Fabric
Jacket

9 Field ZP7B-2 None Fabric
Cap

10 Tetrahe ZP7B-2 None Smooth tempered
dron masonite
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transmission filter for ruby and a 1.06 micron spike transmissioli
filter for CaWO and Nd doped glass. The photometer viewed the
beam reflected from a diffusely reflecting white card. Measure-
ments were also made using an MgO plate to insure that the white
card was really "white".. The signals were corrected for filter
transmission and the relative response of the photometer at 0.69
and 1.06 microns. The laser cavity output mirror transmission
had not been optimized for each of these matarials. The data was
adequate to indicate that, with some optimization of resonator
variables, CaWO4 would be the most adequate material for use in
the test set.

3.2,2 oscillator - Amplifier Experiments

The output of a laser is a linear function of the flash
lamp input, with the threshold and the slope of the curve depen-
dent on the transmission of the output mirror, as shown in Figure
5. To get increased output energy at a more than linear rate, it
i$ possible to combine a laser oscillator with a laser amplifier.
The characteristics of this combination were investigated. The
experimental set up is shown in Figure 11. The output of a 1/4"
diameter x 2" long CaWO laser was directed into the amplifier,
a 114" diameter x 3'' long Nd doped glass rod. The laser oscilla-
tor input was kept constant with a flash lamp input energy of 20
joules. The signal) after going through the amplifier, was re-
fjected from an MgO plate and monitored by a photometer. The
output was displayed on a Tektronix scope and photographed. The
pulse duration of the laser was about 150 microseconds. The am-
plifier pulse duration was approximately 50 microseconds, and
reached its peak shortly before the laser signal was maximum.
The gain of the amplifier was measured over a range of pump en-
ergies from 32 to 63 joules. The gain was calculated by measuring
the area under the scope trace over the time interval when the
amplifier was being pumped and comparing it with the energy out
of the laser over the same time interval.

Gain area under Osc and Amp Outpmt
area under Osc output

Prom this the gain coefficient. C , of the amplifier
was calculated. The gain coefficient, is defined by the following
equation:

Gain - (12)E
0

where E - oscillator ener,7y
o
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CONFIDENTIAL
where E = total output energy

A= length of the amplifier in cm
= the gain coefficient

The variation of the gain coefficient obtained as a re-
sult of testing the oscillator-amplifier is plotted in Figure 12.

Although the results show that the oscillator-amplifier
arrangement w.as feasible, it was decided that the necessity of
having two separate cavities and pulse shapes with appropriate
delays between trigger pulses was too complicated to be used for
the field test set and would require too much additional investi-
gation of the means necessary to optimize such a system.

3,2,3 Laser Output vs. Mirror Transmission

The optimum output mirror transmission for the lasers
to be used in the test set was determined by measuring the laser
output by means of a photometer, at a constant input to the laser
of 160 joules, as the reflectivity of the output mirror was varied.
For a 1/4" diameter x 3" long CaWO rod with 0.75 atom percent Nd
this was found to be 50 percent. #'he data are plotted in Figure
13. This value is *eu•ivalent to having a 6" rod without an exter-
nal front reflector (Frennel reflection from the front surface).
Based on this fact, this field test system was designed for a 6"
laser without an external mirror on the output end. Two 3" laser
rods were used instead of a sinrle 6" rod since a 6" rod of re-
quired optical quali:y could not be grown with high neodymium
concentrations. These performance characteristics were l.-ter
verified experimentally using two 1/4" diameter x 3" long CaWO4
rods. The output eneruy was 10% higher for the two rods with
no external output mirror, compared with a single rod with 5(K
transmission on the output end of the laser, at the same input
pump level, 195 Joules. At 405 joule. input, two 1/4" diameter
x 3" long laser rods showed an ovtput 1.85 times the output of
a single rod with a 50% transmitting mirror.

3,2,4 La•ser for Test Set

The laser that was finally chosen for the test set con-
misted of two 3/8" diameter by 3" long rods in series, with a
100% reflecting multiple dielectric coated mirror on the back
end of the rear rod and no coating on the output end of the laser.

The dichroic coating nsed on th- lAser onniNtnts of
alternate layers of zinc sulfide and chtolita. Althouqh no sig-
nificant deteriorntlon of the roatinq ocitrret1 dthrinq flld tests
at I3omet, thepa coatings are Itnown to deteriormtt with time,
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CONFIDENTiAL
particularly in humid atmospheres. Therefore, a backup external
mirror was included in the field test acce3sories.

The optimum concentration range for minimum threeshold
in CaWO4 4oped with Nd3 + is between 2 and 5 atomic percent
Neodymium3. Over this range there is a decrease in fluores-
cent lifetime and an increase in fluorescent line width which
wouldnormally increase threshold. These variations appear to
be overshadcwed over a large concentration range by a direct
concentration effect . .*4)- Where Nassau defines a direct
concentration effect on maser action as " . . . more ions per
unit volume are present to absorb and emit radiation."(5) A
concentration of 0.75% was used, since this was the highest
level of doping which would not impair the optical quality of
the laser.,

The boules from which the rods were fabricated were
pulled from the melt at the rate of 1/4" an hour into an after
heater held at 11000C to minimize thermal shock and strain.
The rods were annealed at a em'perature of 1100°C for 12 hours
and then cooled to room temperature at the rateof 150 an hour.
Work at Isomet has shown that crystals with Nd concentrations
in this range grown at the standard rate of 1/3" an hour and
without an after heater resulted in crystals which frequently
fractured, and had considerable optical distortions and strain.
In the earlier part of this project, several crystals (1/4" dia.
x 3" long) were grown at 1/4" an hour with an after heater and
compared with a rod grown under standard conditions (0.5% Nd).
The threshold of these rods was lower than the standard rod and

had comparable or slightly better optical quality.

The laser rods were pumped by an FX-47B Xenon flash
lamp at a maximum input energy of 500 joules. The lamp was
fired without an externail inductor so that the light pulse dura-
tion was as short as p,.#asible, about 200 microsecondR. This is
comparable to the phosphor decay time. The effect of the dura-
tion of the pump pulse on the phosphor signal is given in
Section 3.1.11,

3.3 Detectors

The toak of exciting an infrared emittirg phosphnr with
an infrared laser beam and detecting the Fhosphor emission places
the following requirements on the detector:

3. K<. Napnnu, the Tlireosith
SW NCrZyri] , In Proce, dinqw of the Symposium on Optical
"MA~era, Polytechnic Press, New York, 1963 p. 456.

4. TMi p. 456
5. 1bid p. 454
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a. It must be sensitive in the spectral region where

the phosphor emits.

b. Its speed of response must be equal to or greater

than that of the phosphor emission.

c. It should be capable of detecting low level signals.

Optimum, overall system performance requires that the
laser and the phosphor emit in a spectral region corresponding
to an atmospheric window. That is, emission should be in a spec-
tral region of minimum attentuation. Windows of particular in-
terest occur at 1.0, 1.25 and 1.7 microns. Over a distance of
2,000 yards, the atmosphere containing 17 mm of a precipitable
water, will transmit approximately 75% of the energy in the radi-
ation bands centered at 1.0 and 1.25 microns and approximately
80% at 1.7 microns.

During the course of the program, efficient phosphors
were prepared which emitted at 1.2, 1.8 and 2.1 microns. The
first two spectral regions match reasonably well with the atmos-
pheric windows. The 2.1 micron phosphor was set aside due to the
higher absorption. The 1.2 micron phosphor was toxic and pre-
sented technical problems in obtaining adequate filters for re-
jecting the 1.06 micron laser energy. The 1.8 micron phosphor
was deemed best and was used.

Based on the considerations of spectral match, sensi-
tivity and response time, the most promising detectors were lead
sulfide and germanium. The choice of germanium was made early
in the program because of germanium's greater peak sensitivity
and faster response time (of the order of 1 microsecond). Since
the effort in phosphor development was concentrated on obtaining
not only higher efficiencies but also faster decay times, the use
of germanium was mandatory. When it appeared that the faster
phosphors would not be available for field testing, lead sulfide
again appeared attractive for use with the phosphor peakinry at
1.8 microns.

Ge detectors of tho type considered exhibit maximum
sensitivity at 1.5 microns. Thin sensitivity decreaseý several
orders of magnitude at approximately 2.0 microns. At the wave-
length of peak phosphor emission, 1.8 micýons, the sensitivity
of germanium is down to abrout 34% of its mn xinmm value. LeAd
sulfide, or. the other hand, exhibits peak sonsitivity at 2.1
microns and decreases to approximately 90X of pe&k at l.9 microns.
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The relative spectral sensitivity of these detectors is shown in
Figure 14. The curves are plotted to show the spectral response
of each detector. The peak sensitivities of Ge and PbS are not
the same.

Comparative testing was performed to provide data as to
which detector was best suited for use in the final system. The'
results of these tests indicated that the particular PbS detectors
used were inferior to Ge for the pulsed signal operation, and
roughly equivalent to Ge on a repetitive low frequency signal
basis.

3.3.1 Detector Measurements

Sensitivity measurements were made on a prospective ger-,
manium detector, the RCA 7467. TZhis particular device was chosen
on the basis of published data which indicated that the sensitivity
was higher, by a factor of 4, than similar devices. Initially,
several of these germanium detectors were checked directly with a
black body source, low noise amplifier, and readout equipment.
When a photometer assembly became available, similar sensitivity
measurements were made with the detector mounted be'tind photometer
optics. This procedure permitted detectors to be eaiiily evaluated
for end use with the laser system and allowed correlation with
ini.tial detector data. Initial data were obtained from the follow-
ing measurements and calculations.

A black body radiation source at 1000 0 K was used to
irradiate the detector. The radiation was chopped at 350 cps
by a mechanical chopper. The output of the detector was ampli-
fied by a low noise preamplifier, passed through a frequency
determining band pass filter, amplified further by a post am-
plifier, and displayed on a Tektronix scope and a Hewlett-Packard
RMS voltmeter. Both the signal and noise were measured. The re-
sults for RCA 7467 germanium detector #1 are based on the follow-
ing conditions:

r - range - 100 cm.
S - signal - 125 my. peak-to-Yenk

A - area of source - 0.206 cm

S- temperature of source - 1000°K
N - noise - 0.4 my. rms.
f - electrical bandwidth - 500 cps, centered at 350 cps
k - fraction of b1sick btly energy in detector spec-

tral region -4%.
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The power density, "H",. falling on the detector within

its spectral region is

H = NsAsk (13)
?dr2

where N = 1.7 watts/cm2 at 103 oK = black body source intensity
s

:H 1.7 (0.206)-(0.04)

104

H = 1,4 microwatts/cm2

S/N = 125/0.4 = 312

The NEPD for a 500 cps Af is:

H 14x1-6 -9 2
H .4x10 4.48 x 10 w/cm (14)

S/N 312

Where NEPD, the Noise Equivalent Power Density, is the minimum radia-
tion power density on the detector which will produce a signal to
noise ratio of unity.

If we assume a white noise distribution, the NEPD for a one cycle
bandwidth is:

4.48 x 10 -90 2 -1/2
NEPD cps. (500) 1/2w/cm cps

The D* of a detector is defined as

= (Af) 1/2 A 1/2 1/2
D* d (cm) (cps) /watt (15)

NEP

where Ad = detector area, and NEP is the Noise Equivalent Power re-
lated to NEPD by the detector area. D* is a quantity describinq
the detectivity of the detector in such a manner that the detector
area and amplifier bandwidth do not affect the result. The detec-
tivity is thus normalized.

NEP'- (NEPD) (Ad),

D* - 1. (16)

NEPD (Adc 1/2
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Computing D* for A' = 0.01 cm2 (7467'detector)

D*1
2 x 10-10

D* 5.0 x 1010 (cm)(cps) 1/watt

It should be noted that these detector measurements were made at
room temperature.

Four 7467 detectors were checked in the above manner and
their sensitivities calculated. The values are given in Table 6.

TABLE 6. D* of RCA 7467 Germanium Detectors

RCA 7467 Detector No. D* (cm cps /2/watt)

1 5.0 x 1010

2 4.8 x 1010
3 9.1 x 1010
4 7.2 x 10 1 0

This data indicated that the RCA 7467 detector was suffic-
iently sensitive for use in the system and that the variation in
sensitivity between units was (for the batch tested) minimal and
better than anticipated.

An additional test was performed on 7467 unit no. 1 to
determine the effect of temper' ure on the detector dark current.
This is the current that flow. through the biased detector junction
when it is not exposed to radiation. The detector exhibited dark
current versus temperature characteristics as shown in Figure 15.
The RMS noise current observed is related to dark current by the
formula:

In = V2 q Id A f (17)
where In = RMS noise current
Id = dark current (average)
Af - amplifier electrical bandwidt 9 in cps.

q = electronic charge = 1.6 x 10 coulomb

For Detector No. 1, the theoretical noise was calculated
from equation (17) in the following manner:

For a detector operating temperature of 23.5 C, Figure
15 shows that the dark current is 15 x 10 amps. Testing with
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an amplifier bandwidth, • f, of 200 cps, the noise current can be
predictud,

I J2 .6x 019 10-
2 2x1.6 x10 x 1x5 x 10 x 200

= 49.6 xlr 2 i
n

I 3.1 x 10-11 amps.
n

This value was checked experimentally by tVe following
procedure. An unbiased detector and detector load resistor were
placed across the input of a low noise, hirTh input !rnpeodance ampli-
fier with l.nown characteristics. The out >t'c noise voltage lrvel,

was measured. The detector was then biased with a Oc voltage
and covered to exclude light. The total output noise level, E
representing the combined detector and amplifier noise was measured.
The amplified r.oise contribution of the *,etector, L:d war calculatedfrom the relationship:

Ed (rms)

The observed value of E was divided by the amplifier
gain to give the equivalent detec or input voltage. The equiiva-
lent input divided by the resistive load on the detector gave the
noise current of interest. The value calculated in this manner was
3.46 x 10-11 amps, in7 good agreement with the theoretical value.

It appears from Figure 15 that cooling the cell should
improve S/N ratios by one or more orders of magnitude. While this
was observed during the initial detector tests, cooling was later
found to have a deleterious effect on the life of the particular
letectors being used.

When detector testing was initiated, the RCA 7467 units
were biased on for periods of rrughly ten to twenty minutes at a
time while the required tests were performed. Mtea;,red noise
levels during these periods remained relatively conntant, indi-
cating a typical slow increase in noise which leveled off am Junc-
tion temperature was stabilized. The amount of noise increase
was barely measurable (approximately 2%) . These same units were
latcr tested to check their sensitivity to phosphor emission with
the same low noise amplifier. Because of operations involved in
the test, the detectors were biased for longer petiods than pre-viously required. The periods ranged kip to 3 lhour in lenqth.

Difficulties were experienced with the first detector after several
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days in this mode. The output noise level of the amplifier was ob-
served to increave and reach a point where the output waveshape
inaicated amplifier saturation. Noise spikes occurred with great
frequency. When detector bias was turned off, the level immediately
dropped down to the normal level for the amplifier with an unbiased
detector across its input. When bias was switched on again after
several minutes off time, the output noise was at the low level
originally observed. This value was maintained for a short time
and then began to slowly increase, reaching the amplifier satura-
tion level within five minutes. The noise frequency spectrum was
observed to increase in low frequency content during the process.
In all tests, both the detectors and the lcw noise amplifier were
biased with voltages obtained from batieries.

The time rea'i•red to reach the maximum level appeared to
shorten after each run until it took about 10 seconds for the in-
creasing noise to saturate the amplifier. This degeneration
occurred slowly over a period of days. When this point was reached,
the tests with the detector were discontinued, and the detector
was considered to have undergone a complete failure. One interes-
ting point observed during this period was that while the noime
increased with time for any measurement and the signal to noise
r'atio decreased, the signal level obtained from the phosphor re-
mained constant.

The phenomena of ircreas ! ng detector noise was observed
in two other detectors under similar conditions. One of these
units had been used to qualitatively determine the effect of detec-
tor cooling on dark current noiie. Noide was observed to decrease
dramatically when the detector was cooled to -40 0 C, tho? minimum
operating temperature recommended by RCA. This unit wis used later
to replace the detector for the measurements described above.
Fpilure from increased noise occurred within a few hours with
this unit. At the time, no connection between detector cooling
and rapid failure was made.

At that point RCA was contacted about the noise problem.
Personnel responsible for design and fabrication of the 7467 claimed
that they had become aware of the problem which appeared to be due
to surface contamination of the junrtion and contact bond det'ýriora-
tion or both. A redesign had been instituted to package the junc-
tion in a manner which would prevent contamination. The result ng
device, the SQ2516, was the basic 7467 junction packaged in a modi-
fied TO-5 type transistor case. Thi'- design permits end on viewiig
of the junction. Manufacture of the 7467 was discontinued since
the S02516 was identical in porformance and structurally stronger.
A quantity of 60 2516 detectors were purchased for evaluation.
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Tests similar to those pe-rformed on the 7467 to obtain D* were also
performed on five SQ2516 detectors. Data, in this case, were ob-
tained with the detectors orerating in the Photometer used for
field testing. The photometer NEPD was determined as indicated in
Section 3.4.3.1. From the NEPD, the detector D* was calculated
from the following relation:

D* M(Ad) 1/ •f)1/
= • _ __..__(19)

(NEPD) (Aca) (Tf

2
here A Wdetector area, cm

hr - amplifier bandwidth, cps 2
Aca - clear aperture of photometer, cm

Tf a transmIpsion of filters, len.es

For the photometer used in field measurements, (described
in Section 3.4.2.1) the variables are as follows:

.•01 2
NEPD - 3.51 x 10 w/cm (Detector No. 4)

f - 5415 cps
Aca - 3.34 cm 2

Tf - 0.43
Ad a 0.01 cm 2

1/2 1/2
-* (0.01) (5

C(,.51Tx 10--) (3.34) (0.43)

D* ,,7.0 x 10 cm(cps) 1/2/watt

The S02516 values of D* shown in TAble 7 and the 7467
values listed in Table 6 show that the two detector types are
equivalent in performance.

Table 7, V* of'RCA GQ251 Cr Tjn1i•tm D et e rt nr

SQ2516 D* cm (cp,) /!at

01 2.6 x 1010

*2 6.1 x 10
*3 1.1 x 1010
*4 7.0 x 1010
*5 6.4 x I010

The frequency distribution of noise generated by an
SQ2516 wzs obtained by connecting tI'P detector to a low noise
preamplifier. The system was detector noise limited. A Krohn-
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Hite Model 310-AB, V'riable Band Pass Filter was connected to the
preamplifier'output to sample the output r"ise voltage. The filter
high and !cw frequency cutoff points were adjusted to give a net
bandpass, Af between 0.77 fc and 1.30 fc where fc was the center
frequency being checked. To find the noise in a one cycle b3nd-
width, the noise voitage, N, at a given cerrer frequency fc, was
divided by the bandwidth at the 50% points of the filter bandpass.
These points are 6 db down on the slope of *the filter ch'racteris-
tic curve and occur at 0.68 fc and 1.45 fc. The noise voltage
obtained at each center frequency was div~ied by the gain of the
preamplifier at that frequency. The reL.ultant quantity, plotted
in Figure 16, is the detector noise voltage per o.*e cycle-bandwidth
over the range of frequencies of interegt.

The SQ2516 response for levels of background and signal
anticipated during field test conditions was found to be linear
when operated with a bias voltage of 45 volts. Because of the
detector junction deterioration previously described at this vol-
tage, the bias was reduced to 9 volts. This reduction affected
the linearity of the detector such that the unit appeared to be
between 1.3 and 2.5 times more senritive at night Wnen a low back-
ground condition exists. During identical day and night measure-
ments, the signal was found to hqve consistently decreased within
this range of ratios. The fluctuation from 1.3 to 2.5 was due to
variations in cloud cover, haze, and background in the i=rnediatr
target area. Additional comparative testing of the 7467 and S02516
detectors was abandoned when the remaining 7467 became excessively
noisy.

Tests were performed on two randomly chosen S02516 units
at various bias conditions. Identical tests were run on Pbs detec-
tors to determine their characteristics and to obtain comparative
data. The test setup, shown in Figure 17, consisted of a high in-
tensity tungsten light source chopped at a 300 cpa'rate. Water,
and gelatin filters were utilized to remove light excitation at
wavelengths shorter than 1.0 micron. The filtered light beam was
aimed at a 6.5 x 8.5 inch card coated with V-21 phosphor. Detec-
tors were located in a mettl enclosure containing the necessary
bias batteries and resistors. The entire enclosure was aimed at
the phosphor card from a 450 angle to the plane of the card. The
detector output was applied to a low noise amplifier and the
amplified signal displayed on an oscilloscope and measured on an
RMS voltmeter. Focusing lenses were not used in front of the
detectors. Filters, similar to those included in the final sys-
tem, were utilized to limit the detected energy to the spectral
regioai of 1.5 microns. The filtering used gave some advantage to
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the PbS detectors which are sensitive up to the 3 micrcn .-egion
while the long wavelength cutoff for the SQ2516 is app-oximately
2.0 microns.

Results of the cests which are shown in Table 8 are not

completely definitive since only e small number of detectors were
tested. However, important information was obtained on. detector
signal to noise' variation with bias voltage and load resistarce.

For the SQ2516, it becam.-i obvious that the best. S/N occurred when
the bias voltage was reduced from 45 volts to 9 volts and the load
resistor wps 22 thousand ohms for the particular amplifier used.
It appeared, therefore, that use of the lowest possible bias voltage
consistent with detector linearity would substantially improve de-
tector perforrmance. In addition, thd use of lower bias voltage
improved the operational lifetime of the SQ2516. This fact was
partially borne out by the tests performed on SQ2516, unit 3.
initially, unit 3 performed well and, in test 7, the data compared
satisfactorily with test 4, *)rformed on S02516 No. 1. In test 8,
as the detector was being positioned the voltmeter pointer began
p.,lsing, indicating large spikes of noise. This was confirmed on
the oscilloscope. Circuit connections wert rechecked And found
to be satisfactory. With the detector aperture blocked, both
pulsing And the wide band noise level were observed to have in-
creased by 2A/Q. The dctector was then disconnected from the 45
volt battery and connected to 22 volts with the same 22 thousand
ohm load resistor (test 9). With this combination, wide band
noise was reduced to normal and the frequency of noise spiking
somewhat lessened. Initially, with the exception of the spiking,
perform& ce was similar to that of SQ2516 No. 1 under the comFar-
able conditions of test 2. During test 9 there was an observable,
slow increase in spiking and wide band noise. This, is due to in-
creased junction temperature and is normal in all Junction devices.
With a dcfective junction, the temperature effect is accentuated
and may not stabili7e.

At the completion of test 9, the detector was connected
to a 47Kohm lond resistnr mnd the 22 volts battr'ry (tent 10).
While adn1u:.tmeint wer#* beinq made, noine ind .p1Tklng increased to
the point, whoere it wi. finponnible to obtain re;'dnqt. Theo unit
wms then reconnr•'trd , as In Tett ), to dett',rnilne I detector v.r-
formncoe wan an previously obrerved. Not e and •pr.kinqi were again
excvnnive and it wa, cronclur'l that G0 detector No. 3 hadI expert-
enced a catastrop,- Ic Junction failure.

An a porwnible n•mt'ns of improving Pyntem. .- onItivity,
the rame teoitn were run osn thr•e PbS detectors o determine their
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characteristics. The devices were manufactured by Infrared Indus-
tries, Waltham, Massachusetts. Unit 1, a type BlSA3, had an area "-
of 0.0016 square inches, comparable to the SQ2516 in act.ve area.
This unit performed better in test 11 than did SQ2516, with t.e
exception of test 6 when the bias voltage was, reduced to 9 volts.
Bias voltages were not reduced with the PbS detectors'as in the.
Ge units since there is adequate published data to show that both
signal and noise vary in the same mariner with bias voltage changes.
That is, S/N remains constant over a wide range of bias voltages
for PbS detectors.

Two BlS15 units were checked in tests 11, 12 and 13.
These de'tectors have active arras of 0.006Q square inches, about
3.75 times the active areas of SQ2516 and BlSA3. It has been
shown(6) that the output signal of a lead sulfide detector is
normally independent of detector area if the detector materials
are identical and Incident radiant flux density is constant. Since
the PbS detector material and the incident flux met this criteria,
it was expe,.ted that the three units would have fairly close out-

put signal voltages and that the noise voltage E would vary in-
vertely with the square root of the cell area. ýne observed de-
viationn from thes.e predicted parameter changes are most likely

due to manufacturing tolerances. Taking this into consideration,
unit 3 is bettor than units 1 and 2, while all are within the man-
ufacturer's sensltivity tolerances.

The detector tents showed that increasing bias voltages
on elither typa of Ge detector did not imp:ove signal. to noise
ratic. Although the SQ2516 was rmted for operations at 50 volt

bias, it w.4P not advlisable to even approach that voltage range
for low nolne d-tertion. , In addition, the excellent results
obtainer with the 11b'; detectors required that further tests be
undertaken to compý,ire the Ge and Phl units in pulse applicatiens
whert •,,.tity, ani therefore !-/N, decrease as the response
tImon Invr l ird tijproiach the detector time constant. For both
the Ifl.3 and nfliA5, the time constant (time required for the
dftoctor otitpuit xinal to reach 603% of ma'imum) was found to be
iarproximately 85 r, crometonds, although the manufacturers speci-
fication calls fo.: len. than 60 microseconds.

To deoterrlne the suitability of PbS for pulsed applica-
.tion, one Tf,5'. unit 41, was installed in a photometer and cali-

Sbrattd with a black body source. The responsivity for the

I'viI volrllt Pliqtoconrliictorf, A~ ntite of the A~rt Report

Tv dinii i ;u lletln 2, Infrared Induatries, Inc. Waltham,
.19(O, p. 5
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photometer with this detector was calculated to be 182 x 106

v-cm2 /w for the spectral band of interest and for the following
conditions:

Range - 104 inches
Source Temp. = 1000 0 C
Source Aperture = 0.025 inches diameter
Chopping Frequency = 360 cps
Noise voltage - 16 millivolts'
Signal voltage =1.25 volts peak to peak

The photometer was then targeted on a 1.8 micron emit-
ting phosphor sample at a range of 24 feet. Phosphor return sig-
nals were recorded when the sample was irradiated by a Nd doped
CaWO4 laser beam (1.06 microns radiation).

The same procedure was followed with an SQ2516. The
responsivitx for identical calibrations conditions was calculated
as 431 x 10 v-cm2 /w. The ratio of the Ge and PbS responsivities
are:

RGe 431-- =----2 2.37Rpb 182
RPbS

which would indicate that in the spectral region being used, the Ge
detector would provide 2.37 times the signal of PbS for identical
illumination. The experimental results for identical illumination
indicate a ratio of:

VGe 1060 mv - 2.79

VPbS 2 80 mv

The discrepancy between the calculated and experimentally
determined ratios may be due to-the time constant factor in PbS
which did not permit full output signal to be obtained. The posi-
tioning of detectors in the test set photometer was fairly critical
and was a source of apparent sensitivity variation between detectors.

The sensitivity advantage of Ge over PbS would probably
disappear if:

1. A PbS device was selected with a time constant of
less than 10 microseconds and highest sensitivity.

2. A smaller detector area was utilized.
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A low time constant would permit the output voltage to

be generated with little or no signal degeneration. A high sensi-
tivity, coupled with the PbS spectral response, which "sees" more-
of the phosphor emission spectrum than Ge, could result in a
higher responsivity in pulsed operation. The PbS detector output
signal and S/N are functions of detector area as indicated below:

Signal = C/A for constant incident radiaht power
where C is a constant, therefore:
Signal/Noise = Cl/A
wheve C1 is a proportionality constant

It is evident that use of a detector with the smallest
area would improve photometer performance. One limitation on the
detector is imposed by the photometer design parameters. A wider
field of view requires a larger detector. In a final system,
this limitation can be overcome by use of a larger clear aperture
objective lens or an array of several detectors.

A complete evaluation of the degree of possible improvee-
ments was not made because of the lead time inv•olved in obtaining
the required detectors. However, from the data obtained, it
appears that PbS in a photometer specifically designed for a
small area detector would perform as well as Ge and perhaps some-
what better depending upon the availability of fast (rise time
less than 10 microseconds), high sensitivity devices (D* greater
than 1 x 1010). System performance and reliability would benefit
from use of PbS because of the stability of the detector material.
in addition, if multiple detectors are required on a final system,
the use of PbS would be highly advantageous because of the ease
in obtaining detector arrays.

Germanium detectors appear, at the present time, to be
best for the ultimate application where fast phosphors would re-
quire a high speed response (up to 10-6 seconds). In this case,
the predominant, low frequency (1/f) noise would be eliminated.

3.4 Test Set

The engineering model test set, developed to perform
measurements in the field, consisted of three separate units;
the laser power supply, the signal processing electronics, and
the transceiver. The latter contained the laser (transmitter)
and the photometer (receiver). The processing electronics and
laser power supply were packaged in portable, weather-proof
cases. A functional system block diagram is shown in Figure 18.
A schematic circuit diagram of the complete system is shown in
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Appendix 1. The test set was self-contained, except for AC power,
and permitted interrogation of a target with visual and audible
alarms for signaling phosphor return signals. A brief system
description and instructions for its operation are included in
Appendix I.

3.4.1 Processing Electronics Package

The processing electronics provided a means of automati-
cally discriminating between phosphor return signals and reflec-
tions of laser energy from highly reflective surfaces, The cir-
cuits also provided some enhancement of signal in the presence of
noise through the use of gating circuits in which a phosphor return
signal could be sampled for a short interval after the laser turned
off. The significant S/N advantage of these circuits' was established
during the field measurements when data was being obtained close to
dense brush where relatively large amplitude reflections 'were ob-
served. When the highly reflective greenery was illuminated by,
the laser at short (5 to 10 feet) ranges, the return reflection
came close to saturating the amplifier, in spite of the flash lamp
and laser energy filtering. However, no phosphor presence gate sig-
nal was generated. The system was able to distinguish between real
signal and large background returns.

The functional block diagram of the processing circuits
is shown in Figure 19. As indicated, the circuits may be divided
into two channels. The amplification and signal shaping channel
was utilized for increasing the phosphor signal level and adjus-
ing the waveform for further processing. The gating channel pro-
vided the timed and delayed gating voltages to sample the phos-
phor signal in a discrete time interval after the laser turns off.
Gating was initiated by an RCA SQ2516 detector identical to that
used to detect phnsphor return signals. An SQ2516 was utilized
in this application since a fast response to the laser output
waveform was required for properly timing the gating circuits.
A lead sulfide detector in this usage would introduce excessive
delay time due to the longer time constant of the material. The
SQ2516 detector generated a signal which was referenced to the
laser beam. The ditector was "on" when the laser was on; when
the laser beam was off, the detector also switched off. The
change in detector state from "on" to "off" triggered the timing
and gating functions that permitted the received signal to be
evaluated and then rejected or transmitted to the readout elec-
tronics. Typical waveshapes generated in the system are shown
in Figure 20. Operation and processing was as follows:
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When the laser "fired", the laser output beam was detec-

ted in the transceiver by the laser pulse detector, generating
waveform (1) of Figure 20. This signal turned on a Schmitt trigger
circuit, waveform (2). The Schmitt trigger output voltage was then
differentiated, producing a negative pulse (3) corresponding in
time to the laser beam turn off. This negative pulse triggered
a monostable multivibrator (MV) which functioned as a delay ele-
ment remaining in its "on" state as shown in (4) for a preset
period of time. For field measurements, a 20 microsecond delay
time was used between laser turn off and signal sampling time.
The trailing edge of the delay MV waveform was differentiated to
produce a negative pulse (5) that was in turn applied to a second
monostable multivibrator circuit. During its "on" time, this
circuit produced a gating voltage (6) which corresponded to the
desired signal sampling time. This gating voltage was applied
to one input of an AND gate. The other input was driven by the
amplified and shaped phosphor return signal obtained from the
signal shaping channel. Shaping consisted of setting a bias
level corresponding to the smallest phosphor signal anticipated.
Any phosphor signal above the bais level was amplified and refer-
enced to a specific voltage which was applied to one gate input.
Signals below the bias level did not trigger the gate circuit.
The unprocessed phosphor return signal and its shaped equivalent
are indicated as waveforms (7) and (8) respectively. When the
gating signal and the shaped return signal were applied to the
AND gate inputs at separate times, no output signal was obtained.
The AND gate output could be obtained only when the two inputs
were applied simultaneously. When this occurred, the gate out-
put voltage (9) was generated. This voltage was applied to the

-readout alarm circuits consisting of a buzzer and a light to
tg-.va i qo or no-go indication of phosphor presence.

As shown rhnFlg3gtpe 21, an illustration of how a phos-
phor return is differentiateA d ofsm reflection, the valm of
this gating technique lies in the facttihfat-a-trong reflections of
the laser beam, which could otherwise be interpreted as phosphor
returns, were locked out of the readout circuits thus preventing
false alarms.

A power supply for energizing the thermoelectric coolers
in the photometer assembly was located, for convenience, in the
processing electronics package. The circuit supplied adjustable
high currentsat low voltages. One circuit was necessary for pow-
ering each cooler. The larger area cooler, a Cambion 3950-1, re-
quired up to 7.0 amperes dc at 2.6 volts, the small cooler, Cam-
bion 3950, required up to 1.5 amperes at 2.6 volts. Both units
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were run at a maximum of 80/1 of these ratings to provide a margin
of safety in case of line voltage fluctuation.

3,4,2 Transceiver Package

The transceiver contained the two elements required to
interrogate targets and receive the phosphor return information.
A laser consisting of two 3/8 x 3 inch CaWO (Nd) rods in series
was used as the source of 1.06 micron excitation power. A
photometer, consisting of refractive optics, filter to limit the
spectral bandwidth to 1.8 microns and a germanium detector, was
utilized to sense the presence of stimulated phosphor emission.
A telescope was provided as an integral part of the photometer for
use in aiming the entire transceiver assembly. A heavy duty tri-
pod was supplied as portable support. The laser and the photometer
were packaged in close proximity. To minimize pickup from the
large amount of current used in firing the flash lamp, careful
attention was paid to grounding and shielding. Pickup was reduced
to an almost negligible level by shielding both the laser cavity
and photometer with Conetic metal. Additional design details are
given below.

3.4.2.1 -Photometer

The photometer, designed for detection of the phosphor
return signal, utilized an RCA type SQ2516 germanium detector.
The detector was located in the photometer, as shown in Figure
22, in the focal plane of a five and one half millimeter focal
length field lens. The objective lens is a 220 millimeter focal
length lens which when assembled in the photometer gives a
1-13/16 inch clear aperture. The infrared filters, used to limit
the photometer spectral response to the region required, consist
of a silicon disc in front of the field lens, and a group of two
inch diameter dichroic disc filters fabricated at Isomet. The
filters are held in standard Kodak series VII filter mounts
attached at the front aperture of the photometer. All optical
elements, excluding the detector, were antireflection coated for
the phosphor emission spectrum. The photometer field of view
shown in Figure 23 was determined to be approximately 47.5
minutes (half maximum points).

The effective spectral response of the photometer is
indicated in Figure 24. The curve is obtained: by combining the
experimentally determined response curves of the filter system
and response characteristic of the RCA SQ2516 detector. The
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combination forms an almost symmetrical curve centered at 1.6
microns. For the detector used, a peak photometer response at
1.6 microns combined with the phosphor emission curve produces
maximum detection efficiency. A curve indicating th; relative
response of the photometer to the phosphor output emission is
shown in Figure 3, Section 3.1.8.1.

The photometer circuits provide the initial amplifica-
tion of the phosphor return signal. The noise characteristic of
the preamplifier is such that the output signal is detector n6ise
limited. That is, the noise generated by the detector is greater
than that generated by the first transistor in the circuit. For
the average detectors and low noise input transistors checked dur-
ing the program, detector noise was observed to be approximately
two to three times greater than transistor noise. The input
transistor used was a Fairchild 2N2484, NPN silicon device selected
for its low noise characteristics. The unit, as used in the test
set, was biased to operate in its lowest noise generating region.
The output of the 2N2484 was applied to a Fairchild uA-702 inte-
grated circuit amplifier which provided the additional gain and
bandwidth limiting required. Th•, basic circuit diagram for the
low noise amplifier is shown in Figure 25. The gain-frequency re-
sponse is given in Figure 26.

A curve of the relation between preamplifier input and
output signal is shown in Figure 27. The curve indicates an ampli-
fier output saturation level, where the curve departs from a linear
relationship by 10%, of 1.4 volts. This means that large phosphor
signals from either large targets or small ranges will not be ampli-
fird as much as lower level signals fromn distant or small area
targets. A side effect of the saturation chavacteristic is the
time required by the amrnlfier to become unsaturated or recover
after being driven into the non-linear region. If a larrge nignal
saturates the amplifier, the excess siqnal generates voltages
which are stored in the circuit capacitors. When the slqnal in re-
moved, the capacitors diarchArge at a rate, dependert upon the cir-
cuit conficturation and timie constants involved. Thortfore, in
some caees, a larqg hiqnAl oxitit•in for 1.00 microseconds can pro-
duce an output lstinq for 200 microseconds or more. Pofeauep of
thone characteristiex, care was taken to obtain phosphor Ptinaslm
within the linear range of oporatio,. For zi final system, the
proamplitior d.,xic]n wotild be mc iftier to provtde the larqer dyn.,miec
ranqe of miqnals experiencr1 doringl fleld measuremwnts.

Chnrarteriattia of the preamplifier are as follows:
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Gain at center frequency of 1000 cps 5720
Bandwidth (3db points) 90 cps to 9.0 KC
Equivalent noise input with 47K

ohm source 1. )14 VRMS
Feedback 18 db
Output saturation level (10% de-

viation from linearity), 10 K load,
rectangular single pulses, 150
microsecond width 1.4 volts

Overall sensitivity of the photometer was checked prior
to field measurements. The detector used was unit #4 with a bias
of 9 volts. The values of responsivity and NEPD were calculated
from the following conditions':

Black Body Temperature 930°C
Chopping Frequency 370 cps
Range, r 605 cm 2
Aperture area, Aa 1.26 x 10 cm
"Noise voltage, En 15 x 10- volts RMS
Signal voltage, Es 1.5 volts P-P
Filter 50% Transmission Points 1.50 and 1.69

microns
Filter Center %velength 1.615 microns

From the black body temperature used, the source inten-
sity in the spectral band defined by the filter set is determined
by use of a Radiation Slide Rule. *The source intensity No3 was
found to be:

No - 0.322 watts/cm2

The photometer responsivity R ii calculated from:

E r2
R E No Aa (20)

. 1,5 (3,14) (605)4 6 V-cm20.322 (1.26 x 10-2)- 427 x 10 Watt

NEPD for the photometer is found from the relation:

NEPD En 15 x 10-3
N RP 427 x 10-

NEPD - 3.5'1 x i10-11 watts/cm
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It was anticipated that detector cooling would improve

the performance of the photometer. After preliminary tests, a
fixture was designed for attachment to the basic photometer
housing. Detector cooling was provided by a two stage cooler
consisting of two Cambion coolers: a type 3952 mounted on a
3950-1. The combination of these two devices permitted tempera-

.tures as low as -22 0C to be obtained. Temperature was measured
at the solid copper detector mounting block and in a pressure con-
tact with the upper cold Junction. Silicon grease was used be-
tween all bearing surfaces to improve thermal conductivity. There
was no measurable temperature difference between the copper in the
immediate detector area and the cold junction surface. The hot
junction of the large cooler (3950-1) was fastened to a finned
copper fixture at the rear of the photometer. A small cooling
fan mounted on the rear wall of the transceiver enclosure provided
air cooling of the fins. Because cf detector noise problems due
to junction degradation, the coolers were seldom used in measure-
ments. It was felt that cooling contributed to junction degrada-
tion. The problem became apparent in measurements made outdoors
in humid weather. Frost formed on all cooled surfaces including
the detector aperture. As described in Section 3.3, the presence
of water vapor in the detector case may have contributed to detec-
tor failure if cooling caused even minute amounts of water to
deposit on the junction.

Since a hermetically sealed photometer assembly would
not solve the problem of entrapped water vapor in the detector,
the photometer was not sealed. Cooling was therefore limited to
only a few short duration tests under field conditions. In these
cases, noise was observed to decrease, as predicted, and then in-
crease until it was higher than the initial value at room tempera-
ture. Test data obtainei with the cooled detectNr in the field
could not be used for evaluation since the coolers were not left
on long enough for the junction temperature to stabilize. This
led to large variations in signal to noise ratio in the data
obtained.

3,4,2.2 Laser

The laser used for field measurements consists of two
3/8" x 3" CaWO (Nd) rods in series. The rods are mounted in a
closely couplei cylindrical cavity. The cavity is fabricated
from an aluminum casting based on Isomet's "clamshell" design
and lined with high reflectance electropolished aluminum (Alzak).
As indicated in Section 3.2.4, two 3/8 x 3 inch rods were used
because 3/8 x 6 inch rods with the necessary optical quality and
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high Nd content were not available. Although the rear rod had a
100% reflective coating on the non-transmitting end, an external
reflector was provided as a backup in case the rod coating was
damaged by the high lamp energy. During the course of field
measurements at Eglin A.F.B., the coating did become sufficiently
deteriorated to warrant use of the external reflector. The ex-
ternal reflector is not subjected to the full lamp energy and
therefore is usable for an extended period of time. An additional
optical element found to be necessary for making measurements at
close range with high laser input energies was a 1.06 micron
spike transmission filter. This unit was located in the exit
aperture on the front panel and was required to attenuate the
energy produced by the flash lamp. The wide band energy, although
not collimated, had a sufficient output between 1.5 and 1.8 microns
to produce reflections which occassionally obscured phosphor return
signals. This would occur when the laser beam was aimed at a re-
flective surface at ranges up to approximately 50 feet. While not
all of this radiation was filtered, the energy was reduced
sufficiently to prevent amplifier saturation with all but the
closest reflective objects.

One factor effecting the maximum operation range is the
divergence, or cone angle, of the laser beam. As ýhe beam diverges
with increasing range, the power density (watts/cm ) decreases.
To increase the operational range of the system, to permit
specific small area targets to be illuminated, and to obtain
data on effects of varying beam angle, a set of telescopes was
provided with the test set. The initial beam divergence is de-
creased by the iwgiification of these telescopes. Three Galilean
telescopes with magnification of 5.75, 2.88 and 1.67 were fabri-
cated. Each unit consisted of two simple lenses, one negative
and one positive. The ratio of the focal length of the latter
to the former is the magnification. All optical surfaces were
antireflection coated at 1.06 microns.

The beam divergence of the laser was measured using two
different telescopes at ranges of 47 feet and 12 feet. The beam
size was measured by viewing the beam reflected from a white
card using a metascope as in image converter. The drta are qiven
in Table 9. The averaqe deviation Is about 20%, reflecting the
subjective nature of thq technique used. The method was ade-
quite, however, for our needs.

The laser flash lamp, an FX47B manufactured by dger-
ton, 1ermeshaumen, and Grier, Inc., Boston, Momochnuetti, wns
exterroally triggered by an electrode ettached to the wall of
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the lamp. A high voltage trigger transformer (delivering 25,000
to 35,000 volts) and pulse drive circuit were located immediately
behind the cavity to minimize high Voltage cabling and reduce
radiative fields. The drive circuit consisted essentially of a
silicon controlled rectifier which short circuited a capacitor
in series with the primary winding of the trigger tr-rnsformer to
produce the short duration, high voltage spikes required for firing
the flash lamp.

The laser output beam is detected within the transceiver
by an SQ2516 detecto:. The output of this detector, properly am-
plified, is used to trigger the processing electronics gating
circuits. Triggering is initiated when the laser is fired. As
the laser is turned off, the gating circuits are permitted to
function aa described in Section 3.4.1. No signal processing may
be performed until the laser is off.

The output power of the test set laser was found by mea-
suring the reflection of 1.06 micron energy from a white card using
a calibrated photometer. The photometer utilized a high speed
detector and wide band amplifier to insure waveform fidelity.
The responsivity of the photometer at 1.06 microns and the parameters
used in determining the laser peak power output are as follows:

r = Range = 396 cm
V = Signal voltage = 2 volts 3
R = Responsivity at 1.06 microns = 1.02 x 10 volts-

cm2/watt

The peak output power, Po, is calculated from the equa-
tion:

p V I'r (22).oý R
2fl(396) 2

1.02 x 103
P 0 965 watts, peak

The power was obtained using an input energy to the
flash lamp of 485 joules. Prior to the time the measurement was
made, the coating on the rear laser rod had deteriorated so much
that it had been removed and was replaced by an external mirror.
A's discussed in Section 3.5, this was the maximum power used in
making the field test measurements, although the flash lamp and
power supply were designed to deliver energies up to 600 joules.
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3.4.3 Laser Power Supply

The laser power. supply servvs as a capacitor energy stor-
age bank for powering the laser flash lamp with short duration
bursts of current. The unit is capable of providing up to 600
joules of energy at 2000 volts. Pulse width of the flash and dis-
charge was observed to vary slightly betweer 200 and 220 micro-
seconds depending on power supply voltage and firing rate.

Two modes of operation were built into the power supply.
These are automatic or manual initiation of the charging cycle.
In the automatic mode, after the laser is fired,' red-harging of the
capacitor bank begins immediately and ends when the preset voltage
level is reached. An internal system of relay logic provides all
functions automatically except the firing of the laser. The state
of the system is shown by a voltmeter recording charge voltage and
a series of lighted switches and indicators. In the manual mode,
after each firing, the high voltage power supply is disconnected
from the ac line, and remains inoperative until a reset button is
pushed. In either mode, the supply may be discharged without
firing the flash lamp and put into a "safe" condition by depressing
a "manual dump" button. When this is done, the high voltage supply
is disconnected from the line and the supply is discharged through
a high voltage relay and a series of power resistor. An interlock
is also provided so that the supply is discharged if the cabinet
is opened,

Power for the flash lamp trigger circuit is generated
within the laser power supply. This consists of +28 volts dc
and +400 volts dc. The 400 volts dc is used to store energy in
the capacitors in series with the trigger transformer primary
winding. A large series resistor is used to prevent supply
damage when the capacitor is shorted to ground by the silicoli
controlled rectifier (SCR).

The SCP is triggered from the 28 volt dc supply. A
push button switch anr an external cable are supplied for trig.
gering the system.

3,5 Field Measurements

Field measurements with the engineering model system %wre
performed at several locations in New Jermey from March 15 to
April 16, 1965,, and at Eglin Air Force BDe, Florida from April
26 to May 18, 1965.

The New Jersey measurements were made in cool w'ether
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with backgrounds containing sparse green vegetation except for fir

type trees. Measurements in Florida permitted system performance

to be checked in an almost totally different climate with heavy

ground and tree greenery. Performance of the system at both areas

was good and a large quantity of pertinent data was obtained.

Parameters checked during the field r"'asurements were:

a. Absolute signal levels for various ranges and
objects.

b. Signal to noise levels and variations with var-
ious backgrounds.

c. Go/No-Go indication of phosphor presence

d. Items which cause unusual responses and noise

e. Range equation parameters

Raw data for all measurements were recorded on the re-

verse side of the oscilloscope trace photographs taken for each

data point. A typical set is shown in Figure 28. The data re-

corded have the information required above.

The phosphor coated targets used for range measurements

and for determining the effects of geometry and substrate surface

on system performance are described in Table 5, Section 3.1.17.

A similar table with additional details is shown in T'ble 12, Sec-

tion 4.5.2.

Data was taken in conformance with the Test Plan which

is outlined below.

A, Background Studies

The background studies connisted of photometric measure-

inets which would show the effects of various backgrounds on system

;,erformance, Chariacteristics of purilous signals and noise due to

emission and scattering were obtained. Measurements were made at.

differenw: sites with and without laser excitation on the items

indicated in Table 10. The table also shows the results obtained

for each item. As these items were tested, each was photographed

in co)or. No spuriouns signals or phosphor scintillation signals

were observable when the photometer was statically trained on

various objects. The signal levels and characteristics appeared
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to be those generated by the detector alone. *No effects from
Raman scattering was observed when the terrain was illuminated
with the laser beam.

B. Phosphor Range Studies

Measurements were made of the signal returns from a var-
iety of shaped phosphor coated objects at known horizontal ranges
to permit verification of the derived range equation. The maximum
operating range of the system was determined over an unobscured
path. Several sets of measurements were made at Eglin Air Force
Base and New Jersey with phosphor coated objects behind varying
degrees of cover. Photographs were taken of the target obscura-
tion in each case. Additional testing was performed with the
equipment set up in a tower to permit measurements to be taken
along vertical and slant paths to simulate an airborne environment.
Night measurements were taken at Eglin Air Force Base outside
Building 1000 at Field 1 and from a tower located in the southwest
corner of Field 1.

3.5.1 Background Study Results

As a result of the background studies, it has been de-
termined that none of the objects or backgrounds viewed by the
photometer on a static basis caused a variation in output signal
level. No unusual responses were observed in this mode. Detec-
tor noise did not change when different objects were viewed but
was somewhat affected by ambient temperatures as would be expected
from the curve of Figure 15i Section 3.3.

When many of the background items observed by the photo-
meter were irradiated with laser energy, the signals due to reflec-
tions (scattered) were recorded. None of these reflections, how-
ever, resembled phosphor signals. This reflection phenomenon was
observed also with phosphor coated objects. Moreover, each phos-
phor target was found to have a particular level of reflection.
While this is observed to be tzue for irradiated backgrounds,
field conditions did not permit quantitative data to be taken.
What was observed were reflected signals that varied with range,
background, density, reflectivity, directivity and object shape
and size. For example, any reflecting object would give larger
reflection than a less dense background of the same material.
Finally, high reflectance objects with a degree of directivity
(large broad leaves) produce larger return signals than lower
reflectance ana directivity objects (small fir tree needles.)
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During initial field testing in Closter, New Jersey. a 1.06 micron
spike transmission filter was placed in front of the laser cavity
to reduce the radiation of wide band flash lamp energy from the
cavity. The filter was effective at ranges of about 50 feet when
the laser beam was reflected from a large tree trunk. At closer
ranges the reflection signal became larger. =n Florida, the back-
ground encountered reduced the effectiveness of the filter because
of the higher reflectivity of the greenery. in addition, a higher
proportion of 1.06 micron energy was reflected.

Several oscilloscope traces from the Florida measure-
ments are indicated in Figures 29 through 38. These photographs
are illustrative of reflections from greenery obtained at ranges
of about 50 feet to 2000 feet. The upper trace of the photographs
represents the gating channel. For reflections, gating signals were
not observed unless the preamplifier saturated or the instantaneous
system noise was excessive.

The lower trace shows the reflection signal obtained.
In several cases, the beginning of the pulse is slightly ob-
scured by pickup noise but tLe overall waveshape can be determined
if the first two narrow spikes are discounted. Spikes of this
type appear in 11gures 32, 33, 37 and 38. Signal levels are mea-
sured by placing a straight edge along the zero signal line, bi-
secting the noise. The height from this point to the peak of the
signal is measured and multiplied by the recorded oscilloscope
scale factor. In many cases, the peak of thie signal contains
small oscillatory waveforms and the center line of the waveform
must be estimated to obtain a peak. It should be noted that all
signals contain a pickup level which varies between 20 and 40
millivolts. This appears to be due to the large current pulse
in the flash lamp.

Figure 29 is the return obtained from a palmetto bush
at a total range of 54 feet from the laser. The laser was located
in a clearing 15 feet from the edge of the ground cover surrounding
the palmetto. The palmetto was 24 feet in from the edge of the
clearing. A thick grouping of low branches were immediately be-
hind the palmetto. The peak signal recorded was 0.75 volts.

Figure 30 was obtained from the reflection of dense
underbrush and low hanging tree branches. The transceiver was
aimed at a wooden stake at a total range of 100 feet. The stake
a-s observed through the transceiver was barely discernable be-
cause of tree branches in the line of sight. Undoubtedly, these
branches caused the larger return. The peak reflection voltage
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FIGURE 29. Refle-tion Signal From a Palmeoto Bush
at 39 Foot Range. (0.5V/cm

100usec/cm)

*1

FIGURE 30. Reflection Signal from Dense Underbrush
and Low Hanging Trees Branches. (0.5V/Cm

10OusOc/crm)
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is approximately 0.55 volts. Figure 31 was obtained when the laser
beam was projected into an area similar to that for Figure 30. The
transceiver, in this case, was 40 feet from the edge of dense cover,
and the area aimed at, a group of unidentified deciduous trees, was
30 feet beyond the edge of cover. The peak reflection was approxi-
mately 0.64 volts.

Figure 32 is the reflection recorded from a pine tree over
a clear path. Range in this case was 100 feet and the laser beam
was targeted on a dense area of pine foliage about 8 feet above
the ground. Tie tree trunk could not be seen. In This photograph,
the first two positive pulses are pickup and are extraneous. The
peak signal was estimated to be 0.14 volts.'

Figure 33 is the reflection obta-.ned from an unidentified
deciduous type tree at a range of 100 feet. The laser beam was
aimed at a section of the tree about 15 feet from the ground.
Blue patches of sky could be seen through the branches. The peak
signal observed, discounting the first two pulses, was about 0.070
volts.

Figure 34 is ti- reflection from an oak tree at a range
of 110 feet. Again, heir it was about 15 feet above the ground and
blue sky could be seen through the branches. Peak signal was about
0.140 volts.

Figure 35 was obtained from the reflection of the laser
beam from white sand with sparse ground cover at an unobscured
range of 190 feet. The target area was sloping upwards at an
angle of roughly 30 to 40 degrees. Peak signal was estimated at
0.120 volts.

Figure 36 is a reflection from a white card It a 150
foot unobstructed range. The peak signal is 0.120 volts.

Figure 37 was obtained from the reflection from a light
blue cotton shirt and probably a portion of the rear of the sub-
ject's head. The clear range was 200 feet. "The initial pulse in
this photograph is pickup. The reflection is the lower amplitude,
second "bump" which has an estimated peak height of 0.060 volts.
This may be partly or totally due to electrical pickup. The
signal level is sufficiently low to be questionable as qualita-
tive data.

Figure 38 is the reflection from the subject's face and
shirt front. The large initial pulse is again due to pickup.
The absence of signal thereafter points out the questionability
of the signal level obtained in Figure 37.
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FIGURE 31. Reflection From Dense Vegetation at
70 feet. (0.2V/cm

100usec/cm)

F'I(G;RE 32. R l lection Siqntil from A Pintn, Tree ýit IM)
F't t (n.2V/c-m

Ifn�r --- I,/m)
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FIGURE Z5. Refl.ction Signil From White Sand and Sparse

Ground Vvqetat~i.n at 190 Feet. (O.2V/ctn
1OOusec/cm)

-f

I!

FIGURE 36. R•.W : iotzn from an 8-1/'2 xli tII cwhtit
Card at 150 rFeet. (0.2V/ mý
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FIGURE 37. Reflection Signal from a Light Blue Cotton

Shirt at 200 Feet. (0.2V/cTm
100uo*.c/Cmr)

F~ 2

FMIURI 38, Rnfr1.9lCtion S7lqnnI From Skin and Hair (Hoad)
at 200 Toot. (0.2V/rm

lOreti c/c1m)



Similar photographs were made in other areas with simi-
lar results. in no case was a return signal observed with phos-
phor-like characteristics. An important observation, in terms of
a future, operational flight system, was that no visible radiation
was apparent at the target. There was no visible glow from phos-
phor fluorescence or the laser beam and there was no visible rad ia-
tion from th.? laser cavity aperture. All visible radiation im-
pinging upon the aperturt was attenuated by the 1.06 micron spike
transmission filter.

3.5_2 Range Measurements Pesults

Range measurexsnts were performed both in New Jersey an.•
Fglin Air Force basc, Florioa. Lata from bith !oeations w-r"
evaluated and found to be equivalent for the same syst-in operntinfl
conditions. The data were, therefor . processed identlcilly.
The procedure used in obtaining data am a function of ranqp- was
to place a series of -mar6ers at 50 foot intervals over the, d-sired
range which was usually from 150 to 600 feet. At each m-irker, th-
complete series of phosphor coatpd targqits was irrad-at1d a mini-
mum of two times and a photographic record made of each return re-
sponse. If the rcspori:e was questionable, additional "shocs" wert
made. After the entire series of tarq-''s had bo-n tested, the
procedure was rep-ated at the next marker. To ptovide informa-
tion on reflection levels, a white card waq irraiated at each
range. These tests wore pxrfor-v-1 diuring th, Jay and roepnated at
night, mainly at Buildinig 1000, Field 1, Fkqlin Air Fjrce 1asm.
Further testing was pertormed from n tow-r to simulate an airborle
environment. rests s imi1r to thotte porformei above were carri-.!
out vertirally and ovpr a varit.ty of slant range.%. Alqo, tart'-t-rs
were placed flat against the grounc to obtain data am a function
of o.ffectivf- area. In some instances, targets wort sunr'nded at
various ari•irn aAbove white card amni irrad.ated inrilre-'tly t6
obtain siqnal returns r'fel,(-ed from the underlyinq carn, in all
mr'asurements, th, laser inpiut po~er war 'kept constant at 4Rr,
joules.

Th'- maximum rdaylight horikontn1 ranqe at whir-h m phon-
phor targ-t c-ifld b.,'i(1ntifJ,'d rejw-ntan)ly wan betwo.en 3V'0 anm!
350 foet for stwnll nrea targetm and up to 450 fe.t for rarr:,ot A,
a grercn, cotton twill, field Ianket. Range was observed to in-

rreasxe by a factor of approx mAtoly 1.25 during night mtmri.rewmotLs.
This brouqht the maxiimum drt-ction ranmlg with Tar,.' t n out to be -
tween 550 and C00 fec't. Since -,him effOct was not anticipit.d•.
sensitivity moansurem,.ntm previouily made at T0o0.mt we.re roTpeatod
to obtain thr' caune of improved rang-e prformanct at niqht. Thtw
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results of these measurements are given in Sec~tion 3.5.4. Maximum
range wss again improved when'the-laser reflector was chanqed from
a dichroic end coating on the rear surface of the rear las'--- r'--d
to an external reflector. The increase in range for Target 8 was
from 600 feet to 830 feet and is due to a more homnogeneous-and probab~lv
lower divergence laser beam. Similarly, proportional~ range in-
creases were observed with all targets.

3.5.3 Obscured Target and Spo-cial Measurements Results

A large number of field measurements were performed with
various types and degrees of targ.?t cover. Tresting was pe-rformed
in New Jersey and in the early Spring with bac7kgrounds*and cover

*consisting of dry brush and reeds ringing in color from dirty white
or gray .to dark brown in color. Foliage shapes ranged from'long
broad leaves (palmietto) to intermediate sizes (oak and ground
plants), to small, thin fir tree~foliaqe.

Results of these meauurements indicate that within cer-
tain limits, obscured phosphor 'targets can be stimulated to give
detecýtabl-e r-eturns. In the Closter, NewJersey measurements,

*Target 8 was placed belirnd extremely dense brush and reeci cov~er
alongside a tree trunk. As shown in Figure 39, a small section
of the field j 'acke-t, roughly 2 inches by 10 inches could be seen
through th-? cover from & distance of,8 feet. As viewed along the
laser line of sight, the jacket and ecxponcd phosphor area could
not be seen. There wwre no major obscurations along the line of
sight as shown in F'igure 40. Wh-en the target was irradiated from
a distance of 200 feet) a phosphor presence g~tinq signal was gen-
erated. TheM recorded oscilloscope trace, Figure 41, indic-ates
the gate signal and a phosphor signal with a zero to peak value-of
520) m~illivolts. An Jdentic; ' 1 measurement, made when the target
was rcriovred, is shown in Figure 42. The combined reflection and
pickup levvl in the signal, channel (lower trace) is approximately
60 mi11ivo;.ts zero to pc-ak: there is no gate signal.

A similnr m.-asu romont, where- therr were no' obscurations
over a major portion of -.he r;ý'nre an sF-.own in Figure 43, was por-.
formedt at Frqlin Air Force BaseP. Target 1 (V-21 phosplior) wAs
plAced in the limbs of a tree, Fiqure' 44 b.'hind cover extending
about 15 feot ini front of the targest. In this mencturem'-nt, at a
138 foot range, the thrgef- could net be seen throulh the aiming
tolescope and hranchow in front of the ¶tarc~nt had to be tompor-
arily pullc-d out of the way while the transtcriver wpa alignied.
A gab' signal was clenerated when the laser wan fired and the
phomphor return sfirntl., shown in Figuro 45, haA a zero to p-eak
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FIGURE 41. Return Phosphor Signal From Obscured Target 8,
20.0 Foot Range. Top Trace Shows Gate Signal.
Signal Channel Scale: (O.2v/cm

l00usec/cm)

FIGURE 42. Reflection Signal From Target Area. N4o
Phosphor Prese'nt. 200 Foot Range. Siq-
n~l Ch~nnntl Scale- (O.2V/cm

lonuffec/cm)
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FIGURE 43. Eglin AF.B. Target Area With Obscured Target
Photographed From 35 Feet.

FIGURE 44. Clo~e-Up View of Tarr4er T."Ken Fl-n 10 Foot

Range and to Right of Actual Illumzinated
Path.
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FIGURE 45. Return Pnosphor Signal From obscured Target,
138 Foot Range. Top Trace is Gate Signal,
Phosphor Signal Channel Scale (O.2V/cm

1O0usec/cm)

FIGURE 46,. Re~flection Signal From Target Area, No
Phospihor Preslent, 138 Foot Range Signal.
Signal Cl'innei Scale: (O.2V/cm

l0O~UBs1/cm)
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value of approximately 440 millivolts. Another measurement m3de
of the identical area without the target is shown in Figure 46.
The background and pickup level was about 110 millivolts zero to
peak. No gate signal was generated.

A series of measurements were performed with the field
jacket, Target 8, at ranges of 150, 200, and 250 feet. The trans-
ceiver was located 100 feet from the edge of a wooded area. Stake
markers were placed at 50 foot intervals into the woods in a
straight line with the transceiver. The jacket was worn by a per-
son who stood by designated markers while the measurements were
performed. The results are tabulated in Table 11.'

TABLE 11

Target 8 with Varying Degrees of Cover

Measurement Range, Signal Level, Gate Signal Comments
No, Feet . Volts

.1 150 1.5 Yes Subject standing.
Photometer satu-
rated.

2 150 1.5 Yes Subject standing.
Photometer satu-
rated.

3 150 0.50 Yes Subject standing.
Solid signal

4 200 0.60 Yes Subject standing.
Solid signal

.5 200 0.56 Yes Subject standing.
Solid signal

6 200 0.60 Yes Subject standing.
Solid signal

7 250 0.08 No Subject standing.

8 250 0.14 No Subject standing.
Low level phosphor
signal.
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TABLE 11

(Continued)

Measurement Range, Signal Level, Gate Signal Comments
No. Feet Volts

9 250 0.12 No Subject sitting.
Low level phospho)
signal.

10 250 0.16 No Subject sitting,
Low level phosphoz
signal.

11 250 0.165 Yes Subject sitting.
Low level phosphoi
signal.

At the 150 foot range, the jacket and subject were clearly
visible through the aiming telescope,. A large area of phosphor was
irradiated by the laser and the resultant return signal saturated
the photometer preamplifier. At the 200 foot mark, a tree branch
was in the field of view, reducing the return signal to an averaged
value of 0.560 volts. For comparison, at 200 feet, the signnl level
with an unobscured target 8 was large enough to saturate the pre-
amplifier. When the range was increased to 250 feet, only the lower
portion of the persons' body was observable. The upper sections
of the jacket which contained the phosphor were completely blocked.
Of the two measurements taken at this range with the subject stan-
ding, one indicated only background and the other a low level
phosphor signal too low in level to trigger a phosphor presence
gate signal. The subject then sat on the ground at the 250 foot
range and three measurements were made. In this case, the phos-
phor dusted area of the jacket was barely discernible through the
aiming telescope because of heavy brush and bush cover. In the
three measurements made, low level phosphor signals were apparent
but only the third irradiation produced a gating signal.

The variation in signal levels as indicated in measure-
ments 7 and 8 of Table 11 was nbserved to be due to light winds
which randomly changed the degree of target cover. The variaition
indicated above is not dramatically large but one series of
measurements, which was to be performed with the transceiver only
15 feet from the edge of a wooded area, had to be discontinued
because of this effect. While operation this close to background
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is not anticipated in an operational flight system, these tests
were performed to determine the effects of large background re-
flections in the presence of phosphor signals. At any range, the
laser beam diameter is defined by its beam divergence angle. At
close range (15 feet), the beam has not expanded greatly and for
the 10 milliradian divergence experienced with the 5.75 magnifi-
caticn telescope, the beam is approximately 4 to 5 inches in
diameter. The measurements could not he performedbecause densely
leaved branches within thirty feet of the laser were blown back and
forth along the line of sight. If the branches were in the line
of sight when the laser was fired, most or all of the energy was
prevented from impinging upon the target. A specific branch was
identified, by means of a "metascope", as intermittently blocking
the entire beam and when the leaves were removed a larger propor-
tion of signals were obtained. Measurements were disccntinued,
however, because of the same situation further down the line of
sight. The measurements made, however, point out the fact that
best results are obtained when the laser beam is somewhat spread
out. The entire beam cannot then be blocked by, one or two leaves.

3.5.4 Equipment Performance in the Field

3.5.4.1 Flash Lamp Triqciexingn

With the exceptions indicated below, the test set per-
formed well permitting a large quantity of useful data to be
accumulated. For the most part, anamolous behaviour such as the
rare presence of a gating signal when the system was aimed and
fired at a background, was due to a poor trigger pulse. It is
possible that occasionally during triggering, if the flash lamp
did not breakdown and begin conducting immediately, the trigger
pulse voltage increased above normal causing an audible arc from
the trigger wire to the cavity wall. In this instance, the radi-
ation from the arc could produce a signal in the photometer pre-
amplifier. On all occasions where an unexpected phosphor presence
gating signal appeared, the measurement was rerun severaltimes

Swith-out a gating signal being generated. The arcing experienced
above can rbe avoided by use of an in-line trigger transformer.
This element generates a pulse which is internal to the circuits
an(C the flashlamp. -Unlike the situation with external trigger
,,ire, arcing can occur only through a good deal of insulation.
An in-line transformer was not used in the test set in an attempt
to keep the laser discharge circuits simple and versatile.

3.5.4.2 Sinal Level Variations

Occasionally, a large difference in signal level was
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observed between photographs taken consecutively with the same
target. This is attributable to a loss in discharge voltage
across the energy storage capacitors in the laser power supply.
The loss i: caused by the slow discharge of the capacitors through
the voltage monitoring circuit since continuous charging was not
utilized in the test set. If the flash lamp is not fired within
a 20 second interval after the preset charge level is attained,
the voltage will have decreased enough to noticeably effect the
laser output power aid, therefore, the return signal level.
When data of this type were observed, several additional measure-
ments were made to establish the proper signal level.

During the course of field measurements some equipment
characteristics were encountered that had not previously been
observed. The least expected was the increase in operational
range observed at night with tests identical to those performed
during the day. At first the effect was through to be due to
phosphor saturation or quenching by the sun, although laboratcry
tests had shown the phosphors to be linear with power levels
available.

Phosphor linearity was reconfirmed at Isomet after com-
pletion of the field tests by testing a sample of the phosphor
used in the field measurements with the same background intensity
and incident laser power observed in the field. There was no
phosphor saturation observable, Photometer detector linearity
was then meaqured over the same range of background and laser in-
tensities. The variation of detector output signal with and
without backgrouncd on a wide band diffuse reflector was found to
be approximately 2.5. That is, without a solar background, the
output signal was 2.5 times higher than when the background was
present.

Early detector measurements did not indicate a non-
linear effect in the range of signal levels encountered and it
is believed that the detector bias of 45 volts then used pro-
vided a large linear range. When the bias voltage was reduced
to 9 volts to improve detector S/N, the linear range of response
became limited, The net effect of operating with a bright back-
ground and 9 volts detector bias is, therefore, a decrease in
sensitivity of about 2.5. At night with no background illumina-
tion, the range of the system increased roughly by a factor of
1.25 as would be expected from the range equation (fourth root
of 2,5). In addition, an increase in range was obtained when
the laser rod reflective coating was replaced by an external re-
flector. The improvement is primarily due to the quality of the
external reflector. The reflective coating on the rod had
deteriorated over a period of time and several areps of the coating

SECRET
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contained pinholes. This would reduce the area over which lasing
could occur. This condition became apparent when the laser beam
was reflected from a large white card and viewed with a Metascope.
The beam appeared to have patches of high and low intensity. Fur-
thermore, it was found that phosphor return signal levels craild
be increased as much as 2 to 1 by small shifts in the laser beam
position. As viewed through the aiming telescope, the position
shifts required were between 1 and 2 inches on the target. When
the external reflector was installed, beam uniformity improved
and changes in phosphor return signal with aiming level were mini-
ma 1.

Four days prior to completion of the field measurements,
the photometer detector began to fail. Failure was evident from
the increasingly large noise level. The detector, unit 44, was
replaced by an auxiliary detector, unit #5, whose operating char-
acteristics were close to unit #4. Unit #5 performed as well as
#4, which was shown by comparison with previous field measurm..ients.
Detector #5 performed well urntil the last day of testing when it
too exhibited the characteristic of increasing noise.
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4. SYSTEM ANALYSIS

The basic concept of covert marking with an IR-IR phosphor
and covert detection by an IR laser transceiver can be implemented
in many ways. The maximum range and V/H characteristics of any
particular system willdepend primarily on that system's design
goals and not on the basic laser M & D concept. One working M & D
laser system has been designed and built to measure the basic
variables and characteristics of this laser concept. In the
following sections, this system is analyzed theoretically and com-
pared with the results of three man-months of field measurements.

Some of the possible techniques of implementing the basic
concept are also analyzed, showing the major advantages and their
limitations. The theoretically predicted system characteristics
based on the derived range equation have been verified.

4.1 Basic Systems Analysis

The basic systemconsisting of a laser, a target and a
photometer, is shown in Figure 47. The laser transmitter projects
an IR beam at the marked target. An IR sensing photometer (receiver),
boresighted with the laser, detects the stimulated radiation from
the target. Ideally, the laser beam is physically confined to the
photometer field of view. Any target illuminated by the laser can
be "seen" by the receiver. The laser transmitter radiates a narrow
spectral line beam centered at a wavelengthN L. The receiver is
insensitive to the laser illumination and detects only those wave-
lengths, NP, given off by the phosphor marking agent in response
to stimulation by )L. The presence of reflectors in the field of
view has not interfered with the system operation.

4.2 Flat T'rqets

This system analysis is for the field measurements test
set. The difference between this particular analysis and a more
general treatment is that the beam angle is small (less than 10
degrees). The narrow beam angle was a necessary design require-
ment. By building this type unit, discrete small targets were
measurable at long ranges.

The intensity at the target, H , is measured in a plane
normal to the laser beam. The ratio of ihe laser power, P, to
the illuminated area is HL where,

HL (P/Br2)e- Cýr (watts/cm2) 23,
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where, 6t' is the absorption and scattering coefficient of the at-
mosphere for the laser beam (cm-1 ),

r is the range from the target to the laser,

B is a function determined by the beam geometry (stora-
dians).

S•L2

"4T '(for a circular-beam)

B - 0L 4 L (for a rectangular beam)

2 (for a, square beam) (24)
0L

where 0 L and L are angular dimensions of the' laser beam (radians)
as shown in Figure 48.

Consider a flat phosphor marked target at distance r
from the transceiver. The brightness of the target surface at the
wavelength of phosphor emission can be given as:

2N(watts/cm2) - 0, if no phosphor is present

- H.K cos ', if the laser beam impinges
ON a proper phosphor (25)

where K is the radiant efficiency of the phosphor surface, 0 is
the angle between a normal to the phosphor plane and the laser
beam (rad Lans)

The power density at the photometer aperttire, HI,
detezimJnes the signal level, and for. a given photometer, .he sig-
nal '..o nois- ratio. The return signal is given by

-r cos AT e_ O 2 r (26)
r r 2

where 04 equals thl absorption and scattsrinq coefficient of the
atmosphere at the phosphor wavelength n(I AI. i the illuminated
area of Lhe target as given by,

A " At. if full target aren iS illuminated

- r 2/con C, if tarqpt area is larger thnii (2,Y)
beam dimensions.
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Where At is the actual target area.

The first case will be referred to as the small target
condition, the second as the large target condition.

Combining equations (23) through (25) yields the power
density at the receiver for a flat target,

H PK cos 2 G A Ie-( 01 + OC2)(2H = _ _ _ _ _ _ _ _ _ _ _ _ _ _ (28)
r B T r 4  (watts/cm"')

The signal to noise ratio (s/N) at the receiver is the
ratio of the signal density to the noise equiv~alent power density
(NEPD) of the photometer. The NEPD is defined as the equivalent
amount of light signal density at the appropriate wavelength, re-
quired to cause the photometer to generate a signal voltage equal
to its output noise voltage. The SIN ratio is, therefore,

s/N = H r/(NEPD) (29)

Besides the inherent photometer noisie which determines
the NEPD, there are several other potential sources of false
signals and of noise which could interfere with proper system
operation. The sources of false siqnals would be natural phos-
phors in the target area, bright reflections of the laser beam
which are not completely rejected by photomet,.-r filters, reflec-
tion of radiation which Is emitted by the laser system in the spec-
tral region detected by the photometer, fast variations in the
intensity at X in the field of view of a scanning photometer
and bright flasging light sources in the field of view, Fxternal
noise would he due to the random distribution of scattered solar
photons.

The range equNIion for the test set: can be deriv*d by
combining equations (28) and (29),

2r 4PY con -0, A 1/4 (30)

(s/NYTrr0L 2 (NEPD)

where the offteýt of (, + t%,)r is trwqliqihl9 and is eqiatod to
zero for the rangen usvA in field monrewmoonts.

The rrlationship llptwern the NKPD, D* *ni the phtompter
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dimensions, which were part of the original range equation is veri-
fied in the section of this report dealing with the photometer.
The range equation is experimentally verified, therefore, when
equation (28) is verified.

The photometer signal voltage, Vs, resulting from an IR
power density, Hr, at the appropriate wavelength is determined by
the responsivity R(Ap), a constant for a given photometer,

Vg = HrR ( A p) (volts) (31)

By using the equations derived above, the anticipated
signal for a given flat target can be computed. These relation-
ships have been used in the analysis of the field test data.

4.3 Shaped Targetz

The signal return from the targe t s with complex shape can
be predicted on thr baais of the flat target derivations. Several
non-flat targets were measured in this program; a sphere, a pyra-
mid, a field cap and a field jacket. The general equation for any
target shape and the two equations for the geometrical shapes are
derived below.

The ourface of any object may be divided into small
differerntial flat areas. The brightness of each elemental area
is essentially given in equation (25) as

N a L coo 0 for -7r/ 2 _ 'i 2 (32)
for X7r/ 2  0 (7r322

where 0 is the ongle between a normal to tho elemental area and
integra l

r, N(Q) coo 0 dA (33)

Consider no,:vw a xpheriraol target such so shewn In Figure
49. The signal will bo dariwrvd for a sphero whivh Is entirely
within the laser b-am. The olamental aroa, shaded in ?1curtr 49,
is yjivoll b~y

dA 27 2 r *in 0(1 (14)
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where r is the sphere radius. Substituting equations (32) and
(34) into equation (33) yields the value of P for a sphere.

Pr NdA cos (35)

o 2 2
=1 (HV cos 0) (2 Tr sin 9) cos GdO

= 2HLK rs 2  sin 0 cos2  O

0
S2

21K TT(r 36)

3

As a basis of comparison, consider a flat disc of radius r oriented
so that 0 - 0. The return from this target is,*

2
P(disc) = HLK Tr (37)

The return signal for a sphere is, therefore, 2/3 of the return
from a disc of equal radius. When a flat disc of equal radius
is tilted so that 9 is greater than thirty five degrees, the
sphere will give the stronger return. The amount of phosphor re-
quired to coat the sphere is only twice that reutuired for the
disc (both sides coated)

4.3.2 Pyramid Target

Consider the ecpqilateral pyramid shown in Figire 50
The radiation incident on the side of the pyramid facing the laner
Li given by:

Hr H L cosn (3a)

The return power is given by

PR (A con 0) H K

L 2

Bno"60 0 -C1 and P W1 (A"Yb i2 (
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4.4 Interrelation of Variables

The signal return voltage is determined by several system
parameters. The derivations given in the previous sections pro-
duced a set of equations from which the output voltage of the re-
ceiver, for each range and target combination, was computed. Over
the ranges tested, the atmospheric absorption at both the laser
and phosphor wavelengths was assumed negligible. The coefficient,

+ ), was equated to zero in all calculations. Since none
of the results showed any significant decrease in system efficiency
with range, the assumption was reasonable. Data in the litdrattre-
indicate that atmospheric scattering and attenuation at both the
laser and phosphor wavelengths are quite low, as discussed in
Section 3.3.

The relationship between the system parameters given in
equation (28) is assumed to be correct. The ratio of the observed
voltage to the calculated voltage for each test point has been used
to verify the derived range equation. If the ratio is equal to
unity and does not vary with range, the range equation is valid.
If the ratio is independent of range but not equal to'unity, the
decrease in return signal with the fourth power of "r" is veri-
fied. If the ratio is independent of target area, the predicted
inflvence of target area on range is verified.

4.5 Data Analysis

The primary purpose of the field measurements was to
verify the derived range equation and to measure the influence of
various natural backgrounds on the system performance. The raw
data, taken in the field, consisted of photographs' labeled with
the specific test conditions, of the oecilloscop- traces of the
signal and gating channels of the receiver electronics. Fach in-
dividual data point corresponds to such a photograph.

An example of a typical data point photoqraph and des-
cription is shown in Ficure 2P of Section 3.5.

The data can be divided into two basic nots. The first
conmists of st.raiqhtforwnrd "anuremonts of roturns from or"Wrltfic
tsrqets at known dlotanr'e.' The aecorni net It C?(mprtoe-d of "awnur*-

mo.nts of the re.tjrnx from natural back(Irounds of all types anti fror,
partially and crwpletely conrealed tAre-ts. Tlhere were no rhatural
tar',;ts whoma crharacteristic sifnal returna io¶:id be ronfudl with
tho phosphor return.

11I
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Measurements with concealed targets showed that-a phos-

phor target, with no phosphor directly in the field of view, can
be detected. The mechanism consists essentially of reflection
of the laser beam from the target surroundings onto the target
phosphor. The characteristic target emission was then reflected
from the immediate surroundings and detected by the PhOtometer
and processing electronics.

Several photographs of semi-obscured targets are shown,
in color, in the set of slides provided as part of the data from
this program. Black and white photograph~s of concealed targets
are presented in Figures 39 through 46. The laser M & D field
measurement test set was able to detect the presence of the
marked field jacket concealed partially, or completely, in thick
brush and heavily wooded areas. Since the military field Jacket
blended well with most surroundings and because the phosphor was
a neutral color, the concealed, marked Jacket -was occasionally
not detectable by the naked eye, thus proving the ability of the

.system to aid in the detection of concealed personnel.

SThe set of'data t.•ken With well, defined targets at
known .distances and angles, has proven the range ecpuat:..on and
verified the system's basic feasibility.

4,,1.... Data Reduction

The raw data is a set of oscilloscope photographs, one
for each datum point. The photo number, test description, signal
voltage, range and comments were tabulated for all raw data.
Each oscilloscope photograph was then e,:amined carefully. The
yield of useful data from the total• number of poessbly Ul•ful
points for data reduction is shown in Table 12. For cases w.%ere
the signal to noise level wins high enough to yield a gate bu.
too low to allow for an accurate measur,,n•nt of signal voltage,
only the presence of the gate wits used as data. The following
sectiOns are step by stop descriptions of the various pro'essem
u•sed in the handling and ervaluation' of the data.

The targets, n,,mbered on. through tw, lVe, w-re d¶gmtin-
quished by their rote, shap, suhstate and phosphrwk costing
(both typ. arnd d,,nslty) . A).l uauf. data were tak~en at ranges
at whicb h (1 target ares was l•.!Ol-tely withiln the laset Illumi-
nat-l arrea. ?)•i,, only th- first I,•Irt Of .,iplmttnn (;)7) atplied
to th- date anal~yais. Thio tarqeta ar- cl-fined Ii* Table 1).

ll)
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TABLE 12 - YIELD OF USEFUL DATA

SET I -GROUNDDATA

No. of'Relevent Relected-Photos
DaePhoto Yield Photo No. Reason

4/30 11 11/11 --

5/1 3 2/3 !6 Signal level P 300'
Unintelligible

5/3 3 1/3 23j, 24 Saturated Signal

5/4 4 0/4 1-3 190' Range deleted
U sed data from 200'

4 180.' Range deleted
Used data from 200'

5/5 None - --

(all background)

5/6 33/3 --

5/7 28 26/28 1, 2 System realigned
a fter

5/8 59 5 7/59 1, 2 Syfstem ren 11qned
afterr

5/10 69 59/69 80 550' Too' sm~ll an
increme~nt

190 40, 4n,
.49, S0
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TABLE 12 -YIELD OF USEFUL DATA

SET II TOWER DATA

No, of Relevent Rejected Photos
Date, Photos Yield Photo No. Reason

5/11 ~None - --

5/12 40 0/40 All Various targets
at 1 range, not
same conditions
as 5/18

5/13 None - --

5/14 None -- All Generator zorob~lems

5/18 90 53/90 .16j, 24, 33, Signal'trace'
43, 51, 55, Off scale
64,0 104,

113

71, 82, 83 Saturated Peturn
86, 87, BA,
95, 96, 100

14. 15, 31, Signal level unin-
32, 34, 60, te'lliqible
61, 89, 90

68, 6-9, ?0 scope mcale fac-

71, 72, tor off

25 Lo~w voltage

.04, 05 Only I dAta pt .
fert T7, hnrtv.
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TABLE 13

M & D FIELD TEST TARGETS

Target ' Area Shp Substrate Coatina
(f ti)

1. 0.376 Flat, 6-3/8" Smooth masonite Batch 2
x 8-1/2- Control card

2. 0.108 Flat a uare Smooth masonite ýZP-7B-2
100 cmiy

3. 0.108 Flat 6 uare *Alzak ZP-7B-2

4. 0.108, Flat a ?Iare Matte masonite ZP-7B-2

100 cm msnt

6. 0.108 Flat 8 luare Cliea krylon on ZP-7B-2.
100 cm masonite

7. 0.293 9" diameter White krylon on ZP-7B-2
sphere plastic ball

8. 2.08 Back of field Twill material ZP-7B-2

jacke't

9. 0.314 Field cap Twill material ZP-7B-2

10. 0.144 Equilateral pyra- Bm-,oth masonite ZP-7FI-2 one

mid (S ide 1) thin layer

11. 0.144 Equilateral pyra- fimooth masonite ZP-78-2 two
mil (Sid* 2) thin imyors

12. 0,144 Yqui I stara I py ra- Smooth hasonito ZTP-7f-2 tbroo
mid 01i00 1) thtn layora

I Eloctro-poliahod aluminumt
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Target numbers 10 through 12 are the three sides of the pyramid.
The areas given in Table 13 are computed as the effective areas.
For the flat targets the effective surface area is equalto the
physical area. For shaped targets, the effective area Is deter-
mined by equations (36) and (40) above.

4.5.3 Definition of System Constants

The computations made of the theoretically predicted
signal returns in volts, were made using the values of system
parameters listed in Table 14.

TABLE 14

System Parameters

Peak Power - 965 watts
R - 4.59 x 105 volts/watt/ft

2

K - 0.4664, Batch 2 control
K - 0.625%, ZP-7B-2

0L - 7.63 x 10-3 radians (circular beam)

(ti + a 2) - 0, negligible for ranges tested

Based on these values, (their measurement it described in this
report) the signal voltage was computed and compared to the ob-
served return voltage.

4.5.4 Signal Voltaqe Calculations

The calculated signal voltage for each ranq- and target
combination used in th' field tests is prosented in Tnblp 15.
These values were corrected for the angle 0, ihen nxed in the
tower tests. The angle w~s determined by mosaasrenint of the
slant range and the tower height.

4.5.5 Comparison of the Observed to th. calcalat•ot, AI',Ml

The oxperimontal field datai was bronen Aown by tarclot,
ranqg, angle of viaw, time and 1oration. All datu pointg of
cn.mmon conditiono were averal~ed to t'rm one data value, V_ 0 for
that tost conliti.o•. This data io presmnt!P, in Table lt'. The
observed voltaq*, V , was firot plotted as a ta netlo Oii cal-
culat.d voltage, to Uahliah tho 'tale r.latinn betw*&en t1 t"-,c
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TABLE 15

CALCULATED SIGNAL VOLTAGE

Target Range 150 200 250 300 350 400
(feet)

1 10.7 3.37 1.38 0.664 0.362 0.211

2 4.11 1.30 0.532 0.256 0.139 --

3

4

5

6

7 11.2 3.53 1.45 0.694 0.378 --

8 -- - 10.3 4.93 2.68 1.56

9 12.0 3.77 1.55 0.74A - --

10 5.49 1.73 0.71 0.341 --

11 1.73 0.71 0.341 --.. .

12 1.,73 0.71 0.341 ....

Target Range 450 500 600 685 750 800
(feet)

8 .973 .641 .312 0.182 0.126 .098
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TABLE 16

AVERAGE AND STANDARD DEVIATION

FROM AVEFAGE OF TARGET SIGNAL LEVELS

M - V% o"S

G - Denotes Ground Tests VOBS
T - Denotes Tower Tests

O-70BS

TARGET NO. LOCATION DATE PHOTO RANGE VOBs VOBs OVOBs

G-Day 5/10 1 150 ft. .850 .850 0 2
5/10 2 150 .850 - - -

5/3 1 200 .320 ,305 .. 0257 13
5/1 3 200 .320 - - -

5/1 5 200 .290 - - -

5/6 15 200 .280 - - -

5/6 16 200 ,260 - - -

5/6 17 200 .320 - - -

5/7 3 200 .300 - - -

5/7 4 200 .300 - - -

5/7 5 200 .260 - - -

5/7 6 200 ,320 - - -

4/30 1 200 .320 - - -

4/30 2 200 .330 ....
4/30 3 200 .340 ... .
4/30 4 250 1180 .183 ,0126 4
4/30 5 250 .170 - - -

5/8 16 250 ,200
5/8 17 250 .180 - - -

5/8 50 300 ,090 ,112 ,0211 9
5/8 51 300 .160 - - -

5/8 52 300-.... ,120 - - -

4/30 6 300 .090 - - -

4/30 7 300 ,II0 - - -

4/30 8 300 110 - - -

4/30 9 300 .100 - - -

4/30 10 300 .110 - - -

4/30 11 300 ,120 - - -

G-Night 5/10 32 150 '900 .975 ,106 2
5/10 33 150 1.150 - - -

5/10 44 200 .500 .500 0 2
5/10 45 200 ,500 - -
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TABLE 16

(Con't.)

TARYT No. LAT:• DATE' PHOTO RANoo V6BS •OBS CVO1s n

G-Night 5/10 53 250 ft. .240 .210 .0425 2
5/10 54 250 .180 - - -

5/10- 60 300 .150 .165 .031 4

5/1i• 61 300 .210 - - -

5/10 62 300 .140 - - -

5/10. 63 300 .160 - - -

2 G-Day 5/10 30 150 .460 .470 .014 2
5/10 31 150 .480 - - -

.5/7 9 200 .160, .180 ,0283 5
5/7 10 200 .140 - - -

5/7 .11 200 .200 - - -

5/7 12 200 . 200 - . - -

5/7 13 200 .200 .... .
- 5/8 24 250 .110 .105 .0071 2

5/8 25 250 ,100 - - -

G-Night 5/10 36 15C. .600 ,600 0 2
5/10 37 150 .600 -...

5/10 41 200 .300 .300 0 3
5/10 42 200 .300 - - -

5/10 43 200 .300 - - -

5/10 55 250 .140 .147 .0116 3
5/10 56 250 .140 - - -

5/10 57 250 .160 - -.

3 G-Dav 5/10 5 150 .560 .560 0 2
5/10 6 150 . 560 - - -

5/7 14 200 ,2R0 .270 .0141 2
5/7 15 200 .260 - - -

5/8 26 250 .180 .157 .0322 3
5/8 27 250 .170 - - -

S58 28 250 .120 - - -

5/8 55 300 .140 ,145 .0071 2
5/8 56 300 ,150 - - -

4 G-Day 5/10 7 1.50 ft. ,480 .480 0 2
5/10 8 150 .480 - - -

5/7 16 200 .180 .192 .0179 5
5/7 17 200 .180 - - -

5/7 18 200 .200 - - -

5/7 19 200 .180 - - -

5/7 20 200 .220 - - -

5/8 29 250 . .120 .127 .0116 3
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TABLE 16
(Con' t.)

TARGET NO. LOCATION DATE PHOTO RANGE V .V BSs

G4 -Day 5/8 31 250 ft., . 120 - - -

5 G-Dav 5/10 9 150. .560 ._570 .0141 2
5/10 10 150 .580 . .. .
5/7 21, 200 .240' _240 0 2
5/7 22 200 .240 - - -

5/8 32 250 .180 .170 .010 3
5/8 .33. 250 .160 - -

'5/8 34 250 .170 -- -

5/8 57 300 .]00: .100 0 2
5/8 58 300 .100 - - -

6 G-Dav 5/10 11 150 ,380 .380 0 2
5/10 12 150 .380 - -.

5/7 23 200 .190 .173 .0163 4
5/7 24 200 .160 - - -
5/7 25 200- .180 - - -

5/7 26 200 ____.,i60 -__-
5/8 35 250 .100 .108' .0077 3
5/8 36 250 .110 -

5/8 37 250 .115 - - -

7 G-Da . 5/10 13 150' .675 _688 .0177 2
5/10 14 150 .700 - - -

5/7 27 200 .240 .250 .0141 2
5/7 28 200 _.260 - - -

5/8Q 38 250 .130 '.155 .0318 2
5/8 39 250 .175 - - -

8 G-Day 5/7 29 200 1.400 1.425 .0354 2
5/7 30 200 1,450 -

5/8 40 250 1.075 1..88 .0318 2
5/8 41 5 1100 -..

5/8 59 300 -520 05 .0212 2
5/8 60 300 .490 - - -

5/8 61 350 .400 .395 .0212 2
5/8 62 350- .390 - - -

5/8 63 _400 .380 .333 .0416 3
5_/8 64 400 .300 - - -

5/8 65 400 .320 - - -

5/8 66 450 .240 ,226 .0134 5
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TABLE 16
(Con't.)

TARGET NO. LOCATION DATE PHOTO RANGE VOBS V-BS .0VoS

8 . G-Dayv 5/8 67 450 ft .240 - - -

5/8 68 450 .210 - - -

5/8 69 450 .220 -

5/8 70 450 .220 - - -

8 G-Niqht 5/10 58L 250 1,050 1.,025-' .0354 2
5/10 59 250--- 1,000 - - -

5/10 68 300' .750 . 730 ' ' .0283 2

5/10 69 300 .710 - - -

5/10 70' 400 .260 .245 .0212 2
5/10 71 400 .230 - - -

5/10 72 450 .220 .220 .0082 4
5/10 73 450 .220 - - -

5/10 74 450 . 210 - - -

5/10 75 450 :230 - - -

5/10 76 500 .120 .130 .0082 4-
5/10. 77 500 .140 - - -

5/10 78 500 .130 - - -

5/10 19 500 130 - - -

5/10 81 600 .100 .120 .0245 4
5/10 82 600 .130 - -

5/10 . 83 600 .150 - - -
5/10 84 600 .100 . - - -

9 G-Day 5/10 17 150 .630 .715- .120 2
5/10 18 " 150. 800 - - -

5/8 3 200 .290 .265 .035.4 2
5/8' 4 200 .240 - - -

5/8 42 250 ,160 .155 .0071 2
5/8 43 250 .150 - - -

10 Side 1 G-Day 5/10 19 150 . 10 .315 .0071 2
5/10 20 150 . 320 - - -

5/8 5 200 .120 .130 .0141 2
5 /._8_ 6 ... ...... 2 0 0 14 0 -. ..

5/8 44 250 .100 .090 .0141_ 2
5/8 45 250 .,080 - '- -

Side 2 G-Dav 5/10 21 150 .500 .490 .0141 2
5/10 22 150 .480 - . "- -

5/8 r-7 200 .200 .180 .0173 3

122

COMi DINTIAL



CONFIDENTIAL
TABLE 16a
(Con' t.)

TARGET NO. LOCATION DATE PHOTO RANGE VOBS V_ jVoBS

10 Side 2 G-Day ./8 8 200 ft. .170 - - -

5/8 .9 200 .. 70 - - -

5/8 .46--- 250 .120 .120 0 2
5/8 47 250 .120 - - -

Side 3 G-Day 5/10 23 150 .670 .. 665 SCQ71 2g.
5/10 24 150 .660 - - -

5/8 10 290 .220 .237 .0153 3
5/8 11 200 .250 - - -

5/8 12 200 .240 - - -

5/8 .48 250 .170 .160 .0141 2
5/8 49 250 .150 - - -

T-Day 5/18 73 150 *-450 .450 .050 3
5/18 74 .50 *.500 --

5/18 75 150 *.400 - - -

5/18 59 200 *.31 0 .310 - 1
5/18 41 200 1.075 1.088 .0177 2
5/18 42 200 1,100 - - - -

5/18, 10 250 .... .925 90 . 0354 2
5/18 11 250 .875 - -

5/18 20 300 .440 .470 .0424 2
5/18 21 300 ,500 , - - -

.5/18 35 3 0 .350 .387 .0473 3
5/18 36 350 .370 - - -

5/18 .. 37 350- .440 . ...-
1 T-Night 5/18 101 200 1.625 1,625 - 1

5/18 102 300 .400 ---- 390 ,0141 2
5/18 103 300 .380 - - -

2 T-Dav 5/18 76 , 50 *,280 .195 .0684 4
5/18 77 150 *.140 - - -

5/18 .78 150 *.140 - - -

5/18 79 150 *,220 - - -

5/18 65 150 1.980 1,767 .153 3
5/18 66 150 1.,00 - - -

5/18 67 _150 - - -
5/18 39 200 1.000 1.Q00 0 2
-5/18 40 200 1.000 - - -

• Target Horizontal
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TAFLE 16
(Con' t.)

TARGET NO. LOCATION DATE PHOTO RANGE V Vos n

2 T-Day 5/18 56 200 *.140 .167 .0462 3
5/1Q8 57 200 *.220 - - -

5/18 58 200 *.140 - -.

5/18 17 250 .440 .470 .0424 2,
5/18 18 250 .500 - - -

5/18 22 300 ,380 .380 0 2
_5/18 23 300 .3.380 - - -

4 .. T-Night 5/18 98 200 .780 .780 0 2
5/18 99 200 .780 - -.

5/18 97 250 .350 .350 - 1
9 T-.Day 5/18 44 200 1,400 1.375 .0354 2

5/18 45 200 1.350 .-..

5/i8 12 250 .800 .750 '.0707 2
5/18 13 250 .700 - .

5/18 26 - 300 .480 .480 - 1
8 T-Day 5/18 48 5 00 .360 .,50 .0375 3

5/18 49 500 .320 -..

5/18 50 500 .370 - - -

5/18 53 685 .360 .300 .060 2
5/18 54 685 .240 ... .

8 T-Night 5/18 110 750 .160 .155 .0771 2
5/18 112 750 .150 - - -

5/18 115 800 .200 .140 .049 4-
5/18 116 800 .1i0 - - -

5/18 117 800 .100 - - -

5/18 118 800 .100 - - -

5/18 114 850 .120 120 - 1

* Target Horizontal
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valtues. Figurre 51 is the graph of all valid data •o1nts for the
set encompassing all daytime, ground targets. Similar plots were
obtained for the other data sets. The best fit curve througqi these
data, when compared to Figure 27, is nearly id;,ntical to the linear
curve cf V vs V for the photometer preamplifier. If prv-t• in
amplifier saturation is taken into account, the observed return
is directly proportional to the values calculated. Each point
on Figure 51 zepresents an average value for one target, at ore
range. Since the laser output was appreciably different in the
tower tests, only pretower data are presented in this Figure. It
is important to note that there is a bias at Vcalc 0, for the best
fit curve.

Individual plots of V vs V are given in Figures
52 through 58. The values of the interceap of each line for each
target was determined to be due to a bulk effect caused by small
nonfiltered reflections and electrical pickup. It is to be noted
that this influence was only significant for the small valnes of
Vobs•

4.5.6 Comparison of Observed to Calculated Signal as a Func-
tion of Rane .

The ratio of the observed to the calculated voltage
should be independent of range and target area for all targets
having identical phosphor coatings. If the cilculations were
exact in predicting the returns, the ratio of the voltages would
always equal unity. It was known that the laser output was sev-
eral times stronger during the tower tests. Since PL was measured
in the tower, the voltage ratio for pre-tower tests would be lowerthan the expected va]ue of unity.

The observed voltages were decreased by the bias values,
observed in Figures 52 through 58. The corrected voltages divided
by the calculated values are plotted as a function of range in
Figures 59 through 65.

Comparison of the bulk data to the predicted lines of
zero slope shows that the observed data did indeed follow the
Eredicted range equations. The values of the intercepts of the
V /V_ axes (id differ between targets and be.tween day and
n~~t.caese differences are discussed below.

4.5.7 Variation in Signal Return with Target Material

The returns from all targets were compared on the basis
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of the data plotted as a function of range in Figr.res 59 through
65. Their relative signal amplitudes are tabulated in Table 17
relative to target five which gave the strongest return.

TABLE 17

Relative Efficiency Per Unit Target Area

Target Relative Return

1 0.55
2 0.72.
3 0.81
4 0.72
5 1.00
6 0.55
7 0.39
8 0.66
9 0.37

10 0.32
11 0.53
12 0.72

The strongest return was obtained from the white Krylon
backed Target 5. The higher return from Target 3 and from Target
5 was expected and is primarily due to the fact that any radiation,
at AL or AeP), which was scattered back through the paint, was re-
flected by the substrate. Laser energy, reflected from the sub-
strate, had a second pass at being absorbed by the phosphor. Phos-
phor radiation, reflected from the substrate, added to the return.
A black substrate would have absorbed all energy transmitted back
by the phosphor layer and thus prevent its useful return at the
phosphor wavelength.

The next pair of relatively strong targets consisted of
Targets 2 and 4. The smooth masonite reflects more of the laser
power giving a slightly stronger return.

Targets 8 and 9, the field Jacket and cap, respectively,
produced good signal levels, showing the ability of the ccatings
to work on cloth as well as solid, hard backings.

The sphere, Target 7, did not quite meet its antidipated
return amplitude. One explanation for the lower return is the
fact that the reflection coefficient of many painted surfaces
increases with the angle from a normal to the surface. Also,
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the control of the paint layer thickness was less for the ball
than for the flat plates. The net result is that the amplitude
error due tc an apparent overall gain difference is not surprising.

The pyramid consisted of three coated sides, designated
as Targets 10, 11 and 12. Target 10 was given a single thin layer
coating, 11 two thin layers and 12 three thin layers of the phos-
phor paint. The relative returns are in direct relation to the
phosphor density.

4.508 Variation Between Day and Night Data

Initially the difference in day and night data was
attributed to phosphor saturation, although previous laboratory
measurements had shown a linear relation between illumination in-
tensity and phosphor output. This measurement was performed again
at the higher laser illumination levels experienced during field
measurements, with and without a strong background. The peesence
of background did appear to effect the linearity. The question
was resolved by testing the detector alone with a white card,
with and without background. The detector output signal was found
to be approximately 2.5 times larger without background illumina-
tion. This was the same amount by which the phosphor signal de-
viated from linearity. The factor of 2.5 observed agrees quite
well with the differences in response observed in the bulk of
day and night data. The same factor accounts for the increase in
range observed during measurements made at night, and is due to
the variation of detector linearity with the degree of background
intensity as described in Section 3.4.5.2.
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SRESULTS AND CONCLUSIONS

The work performed under this contract has further e-. J
tablished the feasibility of the Isomet Laser Concept for Markinqg,,-'
and Detection; The ability of the system to function properly in
a field environment has been demonstrated during field tests at
Eglin Air Proving Ground.

Our results and conclusions are as follows:

1. The ekperimental studies have verified the derived
range equation.

2. Large batches of non-toxic phosphors were made which
exhibited four times the radiant efficiency of previous composi-
tions. The decay time, radiant efficiency, and emission and exci-,
tation spectra of these phosphors were determined.

3. Consultations between Isomet's phosphor chemists
and university consultants in the phosphor field resulted in the
conclusion that further improvements in decay time and radiant
efficiency were definitely possible.

4. The surface brightness was found to increase with
increased phosphor layer thickness for the range of coating thick-
nesses used.

5. Experiments performed with and without high level
background illumination and laser beam intensities up to 2.5
watts/cm2 showed no evidence of phosphor saturation.

6. The power radiant efficiency was affected by varia-
tions in input laser pulse duration.

7. The energy radiant efficiency was, as expected, rel-
atively independent of laser pulse width.

8. A suitable test set was designed, fabricated, de-
livered, and used for performance of field measurements. The test
set consisted of n laser transmitter with power supply, beam
widening optics and a photometer with a matched field of view.

9., Measurements made in the laboratory and in the
field, of the backgrounds and characteristics during day and
night operation showed no interference with system performance.
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These measurements included scattering and emission from vegeta-
tion, solar radiance, terrain, back scattering of fundamental
laser excitation from particulate matter in the atmosphere or from
terrain and target, and Raman scattering from the terrain.

10. The effective surface brightness of non-flat objects
was measured in the field and found to be proportional to the pro-
iected area of the phosphor layer, as anticipated.

11. No radiation or glow from the laser aperture or the
phosphor coated targets was observed at night. All lVght wave-
lengths in the visible region were well below the threshold of
the human eye. This proves that the system can covertly detect
marked targets during the day and at night.

12. The ability of the system to detect marked targets
obscured by appreciable vegetation was demonstrated.

13. The ability of the laser M & D concept to detect
the presence and location of marked targets was verified experi-
mentally.

14. The total elapsed time between interrogation of
the marked target and a~return signal was less than 250 micro-
seconds in the field tests. This time can be reduced if required
through the use of faster phosphors, provided they can be found.
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6. RECOMMENDATIONS

The studies and measurements made in the laboratory and
in the field with the ground based system have demonstrated the
basic feasibility of the Isomet laser M & D concept. No experi-
mental or theoretical data have been uncovered which would be
considered as basic oystem limitations. We, therefore, recommend
that further development of the system be carried out in three
concurrent phases. Such a program would not only involve testing
of a flying system based on present technology, but would also
advance the state of the art of critical subsystems and components
so that more advanced prototypes would have greater capabilities.
It is also recommended that an air delivered marking agent and
ground reconnaissance system be tested to determine how well it
can meet present tactical requirements.

6.1 Flyable Engineering Prototype

It is recommended that a flyable engineering prototype
be designed and built based on the present state of the art of
flyable subsystems and components. The design and testing of such
a prototype permit complete characterization of an operational
flying M & D system. The program would consist of the following:

A. Complete eraluation of all parameters, parameter
interrelation, and latest tebhniques.

B. Design and selection of the components which would
produce the best overall system.

C. Construction of the prototype.

D. Flight testing with marked targets.

6,2 Air Delivered-Ground Reconnaissance System

Sufficient technology now exists to test a system in
which an agent would be delivered from the air and reconnaissance
would be conducted from the ground. Such a system could help to
determine those individuals who have engaged in actions against
us but who appear to be neutral or friendly. Reconnaissance
would be carried out in the villages, roads, and checkpoints.
There are psychological as well as immediate advantaqea of such
a system.

In operation, enemy personnel would be marked with
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phosphor agents dissemi:iated from an aircraft through the medium
of bomblets. Ground based personnel would use the portable
system in identifying individuals who had been in a target area.
The detection device can be designed for hand-held or vehicle
mounted operation.

6.3 Marking Agent Development

The basic goal of this program is the improvement of
marking agent effectiveness and the study of dissemination tech-
niques. Areas where improvements can be obtained are as follows:

A. Phosphor time constant; a decrease in time constant
will allow shorter duration pump time with resultant increase in
peak output power.

B. Phosphor efficiency; increasing phosphor efficiency
increases operational range.

C. Materials; study of additional phosphor formulations,
fixatives, and means of enhRncing effectiveness.

D. Dissemination Techniques; particle shape, and size,
encapsulents, delivery vehicles.
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APPENDIX I

I, System Description and Operation - Contract AFO8(635)-4299

1. The laser consists of 2 3/8" diameter by 3" length
calcium tungstate laser rods doped with 0.75% neodymium. The
laser is excited by a zenon flash lamp to which a maximum of
600 joules of electrical energy are supplied by the power supply.
The duration of the flash lamp and laser light output are
approximately 200 usec. The laser light is directed through a
telescope (5.75 magnification) in orde.r to reduce the beam di-
vergenct (approximately 55 milliradians - reduced to 10 milli-
radians) and thereby increase the effective range of the device.
The laser output wavelength is 1.06 microns.

2. The photometer utilizes a gold doped germanium de-
tector and transistorized amplifier with associated optics which
provide a two inch clear aperture. Filters are provided to re-
ject the 1.06 micron exciting wavelength :and pass the phosphor
emission which extends from 1.5 to 2.1 microns.

3. Signal processing electronics - The processing elec-
tronics are designed to identify phosphor signals obtained from
the target at a time when both the flash lamp and laser pulse
are over. This is possible because the phosphor does not reach
its peak output until approximately 70 microseconds before the
laser turns off and continues to emit after excitation is com-
pleted. In the present set-up, the phosphor return is monitored
about 10 to 20 microseconds after the laser turns off. At this
point the phosphor output is only reduced to 80-90% of the peak
output.

4. Phosphor - The phosphor is zinc sulfide doped with
silver and vanadium (2 x 10-4 molar). The peak of the excita-
tion spectrum is 1 micron. The decay time of the fluorescent
emission is between 170 and 180 psec.
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SET UP PROCEDURES FOR ELECTPONICS PACKAGES

Figure I-i

II. Connectors

All system interconnections must be made before the
power leads are plugged into the 60 cycle 115 volt lines.

1. Laser Power Supply -A total of three connectors are
used between the Laser Power Supply and the Laser Head. Connect
the two HN type connectors nvirked "Positive-Shield" and "Negative-
Shield" to the corresponding co1 :-'ctors on the Laser Head. The
WK-5 unit is then mated to the co!.nector located below the RN
units on the Laser Head.

Connect the other ends of the three cables to the Laser
Power Supply. Observe the polarity marking on the HN connectors.
Check to insure that the HN connectors are tightly screwed down.

2. Processing Electronics - With one exception all
connections between the Laser Head and the Processing Electronics
are made with polarized connectors. Cable connections are as
follows:

A. WK-S5
B. WK-5
C. 31-224 (small size, two pin)
D. UG 102/U (large size, two pin)
E. The cable for providing cooler power has been left

out since detector cooling is not advisable.

The UG 102/U connectors are not mechanically polarized.
Therefore, the mating connections have been painted with a red dye
to provide polarity information. Be sure that the pin surrounded
by red painted material is inserted in the socket similarly
painted.

3. Signal Monitoring Connections - The phosphor return
signal and the gating signal are obtained from the Processing Elec-
tronics plug-in boards. Suitable cables with banana plugs on one
end and oscilloscope connectors on the other have been provided.
A dual beam oscill.nscope must be used (Tektronix 555 or 656).

The gating signal is usually displayed on the upper
trace and the phosphor return on the lower trace of the oscilloscope.
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For the gating channel, connect a cable to the scope upper trace
input; at the other end of the cable, the red banana plug is
pushed into jack no. 24, the black plug into Jack no. 25.

For the phosphor teturn signal, connect another cable.
to the scope lower trace input. Insert the red banana plug into
Jack no. 14 and the black plug into Jack no. 18.

III. Turn On Procedure

1. Laser Power Supply - When the 60 cycle, 115 volt plug
is connected to the supply, the "AC ON" light will be energized.
The "Manual Dump" Switch should be depressed to make the light in
the switch turn on. When the light is on, the high voltage por-
tion of the supply is inactive. In this condition, the flash-

larp trigger circuit may be used for synchronizing the oscilloscope.
By depressing the "Fire" button, a high voltage pulsQ is applied
to the flash lamp. It is this pulse that synchronizes the scope.

To charge the storage capacitors, the high voltage cir-
cuits must be activated. This is done by first pressing the
"Manual Dump" switch so that its light goes off. Observe the
"Automatic-Manual" swftch. If the Automatic portion of the
switch is lighted the supply will be charging and the voltage
can be read directly on the 0 to 2000 volt meter. If the "Manual"
section of the sWitch is lighted, the "Charge" button must be
pushed to initiate the cycle. When the preset voltage is reached,
the meter-relay contacts will close and the 'TV Ready" light will
go on. If any appreciable time elapses between the "HV Ready"
light going on and firing the laser, the "HV Test" button should
be pressed to recharge the capacitor back to the proper voltage.

After firing, if the supply is in the "Automatic" mode,
the capacitors will be recharged automatically. If the "Manual"
section of the switch is lighted, the "Charge" button must bV
depressed to initiate each charge cycle.

When turning the supply off, depress the "Manual Dump"
switch until its light goes on. Then remove the 60 cycle line
plug.

2. Processing Electronics - Connect the 60 cycle, 115
volt plug to the socket. There are two on-off switches in this
unit. The toggle switch located in the upper left corner should
be left in the ON position at all times. Actual application of
power is controlled by depressing the red "AC ON" switch so that
its lights go on.
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Since the coolers are not in use, the cooled switch

should not be touched. Its lights should be off.

The "Detector ON" switch should not be depressed until
the volt meter indicates 22 volts. This switch controls a relay
in the photometer ossembly which supplies power from a battexy
to the detectc.. If the system is properly cornected, when the
"Detector ON" button is pushed, the phosphor return alarm buzzer
will sound. This should not occur when the switch is pushed to
the off position.

The detector shoild be turned off between firings to
minimize noise. Wihen the equipment is to be shut down, make
sure the detector is turned off by first turning it on, then off.
This must be done before the "AC ON" button is pushed to the
off position.

3. Lamp Pickup Circuit and Detector - This circuit is
powered by a battery contained within the can holding the circuit
and detector. It is important that the unit be turned off at the
end of each series of tests. The switch is located in an opening
in thefront panel of the laser head where the front of the tele-
scope is located. The off position of the toggle is to the left
when the s*itch is observed from the front of the laser head.
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APPENDIX II

I1.1 Phvsioloqical Effects of Laser Radiation

The eye is the organ most susceptible to laser injury.
For Laser M & D System, the anticipated laser parameters are
many orders of magnitude below the levels required for damaging
human skin. The only source of potential danger to distant per-
sonnel will be the possibility of formation of extremely small
lesions in the eye.

A lesion,, which can be caused by a distant laser, is
normally an extremely small, permanent burn spot on the retina.
Typical dimensions of small laser lesions within •e eye ar, be-
tween 4.6 x 10-7 sq. cm. and 2 x 10-6 sq. cm. * In the final
application of.the system, personnel cn the ground, both enemy
and friend, could receive one lesion each time they look at
the laser while it is pulsed on.

Looking at a liser while it is on will not always cause
a lesion. Damage can occur only when the energy level enteiing
the eye is high enough to burn retinal tissue. Since the energy
density for a given system decreases with distance, there is a
threshold range beyond which permanent damage will not occur.
Also, since the laser emits a beam of sharply restricted angular
dimensions, looking at a laser from an an angle not in the output
beam i3 not necessarily dangerous. For a flying laser system,
the hazard only exists for persons in the illuminated area and
closer than the threshold range.

The average laser energy density, L, at any range is
given by,

4E
L = 40

2 2
Trr0 R

where E0 M total energy emitted in one laser pulse (Joul's)

- laser beam divergence (radians)

r - range (cm)

The laser energy, E e which enters an eye of iris diameter D is:

1. C.H. Swope and C.J. Koester, Appl. Opt. 4,523 (1965)
2. H.W. Straub, "Prot-ction of the Human Eye from Laser Radiation,"

AD #436705
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The ratio( D ) 2 is equal to the F described in reference 1.~r!

The damage under consideration here is due only to the energy ab-
sorbed per unit area on the retina. The ratio, (TA), of input to
absorbed energy for the eye is plotted as a function of wavelength
in referenc.L L. The area of absorption on the retina for a dis-
tant laser source is given above as typical dimensions of a laser
focal spot in the eye. Representing the area of the retinal image
by A , the energy density on the retinal surface, I, can be computed
from the equation:

(A) 0 e

AR OL

The value of I at which a threshold lesion occurs is an
average physical constant for the eye, I For a system with fixed
beam size and energy, the threshold range, R can be computed from
the relationship, t

R 0[(TA)E 1 De

S(AR 

It)112 
OL

For the laser M & D field measurement test set, 0 L
7.6 and E - 0.1. At ranges greater than seventy five feet, the
retinal image size does not decrease significantly with range.,
since the resolution limit is reached at about this distance.
Substituting the value for TA of 0.2, as given in reference 1,
and the values of A and I given in references 1-and 2, the
threshold range canoe computed. The diameter of the iris, De
is assumed to be the maximum for a fully dilated pupil, D =

8 am. Using the values in reference 1, the threshold range is
approximately 1100 feet. Using reference 2, the threshold range
is approximately five hundred fent. Personnel working with the
laser measurement test set should wear safety glasses whenever
they are in the field of laser illumination.

The refl]ctions from diffuse scatterers such as a white
card, fine rand, etc., offe.r li ( potential dangerto the eye.
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High energy (100 Joule) ruby la$S . d as a small
circle from a white card, can be safely viewed by the naked eye
at close proximity (ten feet). The primary cause of the eye damage
to ground based personnel by an airborne system will be dtrect: illu-
mination. If the personnel do not look up at the aircraft at exactly
the time they are illuminated, na eye damage will result. The only
exception is when an individual's eye is illuminated by a reflec-
ted g.int of the laser beam frcm a specular reflector. The prob-
ability of this occurring is so low as to be negligible.

Consideration will have to be given to possible eye dam-
age in any final system. Protective goggles can be used, but are
inconvenient. Retinal damage in the form of lesions is normally
unnoticed unless large numbers of burns caused by mantl laser pulses
are inflicted. It is common to Zfind large nunmbers of retinal
lesions caused by the Bun, arc welding, and exposure to bright
lamps. In a reconnaissance mission, exposure to more than a few
pulses by any one individual will be improbable.
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t3. ABSTRACT

Further experimental studies and field measurements con-
firmed the feasibility of the Isomiet laser concept for marking and
detection of individuals. In this concept, a phosphor agent is dis-
seminated from an aircraft on military targets, which are later
interrogated by a laser transmitter. The phosphor return, as well
as the laser puls., are in the infrared spectrum and hence are com-
pletely covert.

No basic system limitations were uncovered by the tests or
studies. A ground based test set was designed, built and used in
field measurements at Eglin Air Force Base. Background radiation
from sunlight, terrain and foliage did not materially degrade the
system performance. System operation was demonstrate. in the field
over an unobstructed path as well as through foliage. Phosphors
with improved characteristics were developed,
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